Rating Conditions

40 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

EXTENDED MEDIUM

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

TEMPERATURE

AFF10C1E-IAA

HFC-134A
COPELAWELD®
IAA 115-1-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

25.0(-3) |-20.0(-2) |-15.0(0) -5.0(4) 0.0(7) 5.0(9) 10.0(12) | 20.0(18) | 25.0(22)

140.0 ¢ 979 1,155 1,350 1,570 2,070 2,370
(220) P 284 311 338 366 422 450
A 43 4.4 46 47 5.0 5.2

M 19 23 27 31 41 47

E 35 37 40 43 49 5.3

% 51.5 52.4 53.1 53.7 54.5 54.7

c 792 1,120 1,310 1,525 1,760 2,310 2,620

1300 P 238 285 310 335 361 411 435
A 4.0 43 4.4 46 47 5.0 5.1

(199) ™ 14 20 24 28 32 43 49
E 3.4 3.9 42 46 49 5.6 6.1

% 49.1 51.5 52.3 52.9 53.4 54.1 54.2

c 704 846 1,185 1,385 1,610 1,855 2,430 2,750

1250 P 217 239 285 308 332 356 403 426
A 3.9 4.0 43 4.4 45 47 49 5.0

(185) M 12 15 21 24 28 33 43 49
E 33 3.6 42 45 49 5.2 6.0 6.5

% 47.6 49.2 51.4 522 52.8 53.3 53.9 54.0

c 663 800 955 1,325 1,540 1,780 2,050 2,660 3,010

150 P 199 219 239 281 302 323 344 384 403
A 38 3.9 4.0 43 4.4 45 46 4.8 49

(158) ™ 1 13 16 22 25 30 34 45 51
E 3.4 37 4.0 47 5.1 5.5 6.0 6.9 75

% 46.1 47.8 49.2 51.2 52.0 52.6 53.0 535 53.5

c 750 898 1,065 1,460 1,695 1,950 2,240 2,890 3,260

1050 P 200 218 236 274 292 311 329 362 377
A 38 3.9 4.0 42 43 4.4 45 47 48

(135) M 12 14 16 23 26 31 35 46 52
E 3.8 4.1 45 5.4 5.8 6.3 6.8 8.0 8.7

% 46.2 47.8 49.0 51.0 51.7 522 52.6 53.0 53.0

c 840 998 1,175 1,600 1,850 2,130 2,430 3,120 3,520

950 P 199 215 231 264 280 296 310 336 346
A 38 3.9 4.0 42 43 43 4.4 46 46

(114) ™ 12 15 17 24 27 32 36 47 53
E 43 47 5.1 6.1 6.6 7.2 7.9 9.3 10.2

% 46.3 47.6 48.8 50.6 51.3 51.8 522 525 52.3

c 886 1,050 1,235 1,670 1,930 2,210 2,530 3,240 3,650

900 P 198 213 228 259 273 287 300 322 330
A 38 3.9 4.0 4.1 42 43 4.4 45 45

(104) ™ 13 15 18 24 28 32 37 47 53
E 45 49 5.4 6.5 7.1 7.7 8.4 10.1 1.1

% 46.2 475 48.6 50.4 51.1 51.6 51.9 52.1 52.0

c 981 1,155 1,350 1,815 2,090 2,390 2,720 3,480 3,910

800 P 195 208 222 247 258 269 278 292 296
A 38 3.9 3.9 4.1 4.1 42 42 43 43

87) ™ 13 16 18 25 29 33 38 48 55
E 5.1 5.6 6.1 7.4 8.1 8.9 9.8 12.0 13.2

% 45.8 47.0 48.1 49.8 50.4 50.9 51.2 51.2 50.9

c 1,080 1,265 1,475 1,965 2,250 2,570 2,920 3,720 4,170

700 P 192 203 214 234 242 249 254 260 259
A 38 38 3.9 4.0 4.1 4.1 4.1 4.1 4.1

71 ™ 14 16 19 26 30 34 39 49 56
E 5.7 6.2 6.9 8.4 9.3 104 1.5 14.3 16.1

% 45.1 46.1 47.1 48.7 493 497 50.0 49.8 493

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)

Copeland

brand products

Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 115 V
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