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60

(229)

 140.0 C

%

E

M
A

P

-25.0 (-3) -20.0 (-2) -15.0 (0) -10.0 (2)

1,045

38.8

2.5

20.4
6.1

426

-5.0 (4)

1,225

39.2

2.7

23.9
6.3

466

 0.0 (7)

1,430

39.4

2.8

28
6.6

511

 5.0 (9)

1,660

39.6

3.0

32.6
6.9

558

 10.0 (12)

1,915

39.5

3.2

37.7
7.2

608

 15.0 (15)

2,190

39.2

3.3

43.4
7.6

661

 20.0 (18)

2,490

38.7

3.5

49.7
8.0

715

(199)

 130.0 

C

%

E

M
A

P

1,015

38.8

2.7

18.3
5.8

385

1,190

39.4

2.9

21.6
6.0

420

1,395

39.9

3.1

25.3
6.3

459

1,630

40.2

3.3

29.6
6.5

501

1,885

40.3

3.5

34.5
6.8

545

2,170

40.1

3.7

39.8
7.1

592

2,480

39.7

3.9

45.7
7.4

641

2,810

39.1

4.1

52
7.8

691

(171)

 120.0 

C

%

E

M
A

P

816

37.0

2.6

13.8
5.5

323

956

37.9

2.8

16.1
5.7

349

1,125

38.8

3.0

19.1
5.8

380

1,325

39.5

3.2

22.5
6.0

413

1,555

40.0

3.5

26.4
6.2

450

1,810

40.2

3.7

30.9
6.4

490

2,090

40.2

4.0

35.8
6.7

531

2,400

39.9

4.2

41.3
7.0

575

2,740

39.4

4.4

47.2
7.3

620

3,100

38.7

4.7

53.6
7.6

666

(146)

 110.0 

C

%

E

M
A

P

890

36.5

2.8

14.1
5.5

319

1,050

37.4

3.1

16.7
5.6

344

1,240

38.3

3.3

19.7
5.8

374

1,455

39.0

3.6

23.3
6.0

406

1,705

39.4

3.9

27.3
6.2

441

1,980

39.6

4.2

31.8
6.4

478

2,290

39.4

4.4

36.8
6.6

517

2,620

39.0

4.7

42.3
6.9

557

2,970

38.4

5.0

48.2
7.2

598

3,350

37.5

5.3

54.6
7.5

640

(124)

 100.0 

C

%

E

M
A

P

972

35.9

3.1

14.6
5.5

314

1,145

36.8

3.4

17.2
5.6

340

1,350

37.5

3.7

20.3
5.8

368

1,585

38.0

4.0

23.9
5.9

398

1,845

38.3

4.3

28
6.1

431

2,140

38.3

4.6

32.5
6.3

466

2,460

38.0

4.9

37.5
6.6

502

2,810

37.4

5.2

42.9
6.8

539

3,180

36.7

5.5

48.8
7.0

576

3,580

35.7

5.9

55.1
7.3

614

(104)

 90.0 

C

%

E

M
A

P

1,065

35.2

3.4

15.2
5.5

311

1,245

35.8

3.7

17.8
5.6

335

1,460

36.3

4.1

20.9
5.7

362

1,705

36.6

4.4

24.5
5.9

392

1,980

36.6

4.7

28.5
6.1

423

2,290

36.4

5.1

33
6.3

455
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Autogenerated Compressor Performance

Nominal Performance Values (±5%) based on 72 hours run-in.  Subject to change without notice.  Current @ 115 V

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (lb/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
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