
Rating Conditions

 Hz Operation

65 °F Return Gas

0 F Subcooling

95 °F Ambient Air Over

 Condensing Temperature °F 

(Sat. Dew Pt. Pressure, psig)

HIGH

TEMPERATURE

Evaporating Temperature  °F (Sat. Dew Pt. Pressure, psig)

ARE17C4E-IAA

COPELAWELD®  HFC-134A

COMPRESSOR

IAA   115-1-60

HFCs Require Use of Polyol Ester 

Lubricant Approved on Form 93-11

60

(229)

 140.0 C

%

E

M
A

P

 0.0 (7)  5.0 (9)  10.0 (12)  15.0 (15)  20.0 (18)  25.0 (22)

1,020

41.3

4.1

18.5
3.7

250

 30.0 (26)

1,160

41.8

4.4

21.2
3.8

263

 35.0 (30)

1,315

42.1

4.8

24.1
3.9

277

 40.0 (35)

1,485

42.2

5.1

27.3
3.9

290

 45.0 (40)

1,670

42.2

5.5

30.9
4.0

304

 55.0 (51)

2,090

41.5

6.3

39.3
4.1

333

(199)

 130.0 

C

%

E

M
A

P

873

39.8

4.0

14.7
3.6

220

998

40.5

4.3

16.9
3.6

231

1,135

41.0

4.7

19.3
3.7

243

1,285

41.3

5.1

21.9
3.8

255

1,455

41.4

5.5

24.9
3.8

268

1,635

41.3

5.9

28.1
3.9

280

1,830

40.9

6.3

31.7
4.0

293

2,280

39.7

7.2

40
4.1

319

(171)

 120.0 

C

%

E

M
A

P

629

36.4

3.5

9.9
3.4

184

729

37.6

3.8

11.5
3.4

194

840

38.5

4.1

13.3
3.5

204

963

39.2

4.5

15.2
3.5

214

1,095

39.7

4.9

17.4
3.6

225

1,245

40.0

5.3

19.9
3.7

236

1,410

40.1

5.7

22.5
3.7

248

1,585

39.9

6.1

25.5
3.8

259

1,780

39.6

6.6

28.8
3.9

271

1,990

39.0

7.1

32.3
3.9

282

2,470

37.1

8.1

40.6
4.0

306

(146)

 110.0 

C

%

E

M
A

P

690

36.0

3.9

10.3
3.4

179

798

36.9

4.2

11.9
3.4

189

917

37.6

4.6

13.7
3.5

199

1,050

38.1

5.0

15.7
3.5

209

1,190

38.3

5.5

17.9
3.6

219

1,350

38.4

5.9

20.3
3.6

229

1,525

38.2

6.4

23
3.7

240

1,710

37.8

6.9

26
3.8

250

1,920

37.1

7.4

29.3
3.8

261

2,140

36.3

7.9

32.9
3.9

272

2,650

33.8

9.1

41.1
4.0

293

(124)

 100.0 

C

%

E

M
A

P

749

35.1

4.3

10.6
3.4

175

864

35.8

4.7

12.2
3.4

184

990

36.2

5.1

14
3.5

194

1,130

36.4

5.6

16.1
3.5

203

1,280

36.4

6.0

18.3
3.6

213

1,450

36.2

6.5

20.7
3.6

223

1,635

35.7

7.1

23.4
3.7

232

1,835

35.0

7.6

26.4
3.7

242

2,050

34.0

8.2

29.7
3.8

252

2,290

32.8

8.8

33.2
3.8

262

2,820

29.6

10.1

41.4
3.9

281

(104)

 90.0 

C

%

E

M
A

P

805

33.8

4.8

10.8
3.4

170

926

34.2

5.2

12.5
3.4

179

1,060

34.3

5.7

14.3
3.4

188

1,205

34.2

6.1

16.3
3.5

197

1,370

33.9

6.6

18.6
3.5

207

1,545

33.4

7.2

21
3.6

216

1,740

32.6

7.7

23.7
3.6

225

1,950

31.5

8.3

26.7
3.7

234

2,180

30.2

9.0

30
3.7

243

2,420

28.7

9.6

33.5
3.8

252

 PrintedEmerson Climate Technologies, Inc.© 2014

Autogenerated Compressor Performance

Nominal Performance Values (±5%) based on 72 hours run-in.  Subject to change without notice.  Current @ 115 V

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (lb/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
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