Rating Conditions

65 °F Return Gas
0 F Subcooling

95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

HIGH
TEMPERATURE

ARE40C4-I1AA

COPELAWELD® HFC-12
COMPRESSOR
IAA 115-1-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

20.0(21) 25.0(25) 30.0(28) 35.0(32) 40.0(37) 45.0(42) 50.0(47) 55.0(52)

145.0 ¢ 1,870 2,100 2,350 2,620 2,910 3,220 3,550 3,910
(220) P 514 542 570 598 627 657 687 718
A 6.4 6.6 6.7 6.9 71 7.3 7.5 7.8

M 43 48 54 61 68 75 84 93

E 3.6 3.9 4.1 4.4 4.6 4.9 5.2 5.4

% 40.0 40.1 40.1 39.9 39.6 39.1 384 37.6

C 1,950 2,190 2,450 2,730 3,030 3,350 3,700 4,070

140.0 P 506 533 560 588 616 644 674 704
A 6.3 6.5 6.7 6.8 7.0 7.2 7.4 7.7

(206) ™ 43 49 55 61 68 76 84 93
E 3.9 4.1 4.4 4.6 4.9 5.2 55 5.8

% 39.8 39.8 39.8 39.5 39.1 38,5 37.8 36.8

C 2,130 2,380 2,660 2,960 3,280 3,620 3,990 4,380

130.0 P 492 516 542 567 593 620 647 676
A 6.3 6.4 6.6 6.7 6.9 71 7.3 7.5

(181) Mm 45 50 56 63 70 78 86 95
E 4.3 4.6 4.9 5.2 55 5.8 6.2 6.5

% 39.3 39.2 39.0 38.6 38.0 37.2 36.2 34.9

C 2,310 2,590 2,880 3,200 3,540 3,900 4,290 4,700

120.0 P 476 499 523 546 571 596 622 649
A 6.2 6.3 6.4 6.6 6.7 6.9 71 7.3

(157) M 46 52 58 64 72 79 87 96
E 4.9 5.2 5.5 5.9 6.2 6.5 6.9 7.2

% 38.6 38.4 38.0 37.3 36.5 354 34.1 32.6

C 2,500 2,800 3,110 3,450 3,800 4,180 4,590 5,020

110.0 P 460 482 503 526 549 573 598 624
A 6.1 6.2 6.3 6.5 6.6 6.8 6.9 71

(136) ™ 47 53 59 66 73 81 89 98
E 5.4 5.8 6.2 6.6 6.9 7.3 7.7 8.0

% 37.6 37.2 36.5 35.6 34.4 33.0 314 29.6

C 2,690 3,000 3,330 3,690 4,060 4,460 4,880 5,320

100.0 P 444 464 484 506 528 550 574 599
A 6.0 6.1 6.2 6.3 6.5 6.6 6.8 7.0

M7) m 49 55 61 67 75 82 90 99
E 6.1 6.5 6.9 7.3 7.7 8.1 8.5 8.9

% 36.1 35.4 34.5 33.3 31.8 30.1 28.1 26.0

C 2,870 3,200 3,550 3,910 4,310 4,720 5,160 5,620

90.0 P 427 446 465 486 507 529 552 576
A 5.9 6.0 6.1 6.2 6.3 6.5 6.6 6.8

(100) ™ 50 56 62 69 76 83 91 100
E 6.7 7.2 7.6 8.1 8.5 8.9 9.3 9.8

% 341 33.1 31.8 30.3 284 26.4 241 21.6

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 115 V
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Autogenerated Compressor Performance
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