Rating Conditions

65 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

HIGH
TEMPERATURE

HFCs Require Use of Polyol Ester
Lubricant Approved on Form 93-11

ARE40C4E-IAA

COPELAWELD® HFC-134A

COMPRESSOR
IAA 115-1-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

0.0(7) 5.0(9) 10.0(12) 15.0(15) 20.0(18) 25.0(22) 30.0(26) 35.0(30) 40.0(35) 45.0 (40) 55.0(51)
1400 ¢ 2,270 2,560 2,880 3,230 3,590 4,400
(229) P 512 545 579 613 649 722
A 6.3 6.5 6.8 7.0 7.3 7.8
M 41 47 53 59 67 83
E 4.4 4.7 5.0 53 5.5 6.1
% 448 445 441 43.5 427 40.4
C 1,970 2,250 2,550 2,870 3,220 3,600 4,000 4,880
130.0 P 430 459 490 521 553 586 620 691
A 5.7 5.9 6.1 6.3 6.6 6.8 71 7.6
(199) ™ 33 38 43 49 55 62 69 86
E 4.6 4.9 5.2 55 5.8 6.1 6.5 71
% 45.9 45.8 45.6 451 44 4 43.5 423 39.2
C 1,450 1,670 1,910 2,180 2,480 2,810 3,170 3,550 3,950 4,390 5,330
120.0 P 337 361 386 413 440 468 498 529 561 594 663
A 5.1 53 54 5.6 5.8 6.0 6.2 6.4 6.6 6.9 7.4
171) m 23 26 30 35 39 45 51 57 64 71 88
E 4.3 4.6 4.9 5.3 5.6 6.0 6.4 6.7 71 7.4 8.0
% 458 46.0 46.2 46.2 46.0 45.5 448 43.7 42.4 40.8 36.9
C 1,590 1,820 2,090 2,390 2,710 3,060 3,440 3,850 4,280 4,740 5,740
110.0 P 328 350 373 397 422 449 477 506 537 569 637
A 5.1 5.2 53 5.5 5.6 5.8 6.0 6.2 6.5 6.7 7.2
(146) ™ 24 27 31 36 41 46 52 59 65 73 89
E 4.8 5.2 5.6 6.0 6.4 6.8 7.2 7.6 8.0 8.3 9.0
% 452 45.6 457 45.6 45.2 445 43.4 421 40.4 384 33.7
C 1,730 1,980 2,270 2,580 2,930 3,300 3,700 4,130 4,590 5,070 6,120
100.0 P 321 340 360 382 406 431 457 485 515 546 613
A 5.1 5.2 53 5.4 55 5.7 5.9 6.1 6.3 6.5 71
(124) m 24 28 32 37 42 47 53 60 66 74 90
E 5.4 5.8 6.3 6.8 7.2 7.7 8.1 8.5 8.9 9.3 10.0
% 441 445 44.6 443 43.6 42.6 41.2 394 37.3 34.9 295
C 1,860 2,130 2,440 2,770 3,130 3,520 3,940 4,390 4,870 5,370
90.0 P 313 330 348 369 390 414 439 466 494 525
A 5.1 5.2 5.2 53 5.4 5.6 5.7 5.9 6.1 6.4
(104) m 25 29 33 37 42 48 54 60 67 74
E 5.9 6.5 7.0 7.5 8.0 8.5 9.0 9.4 9.8 10.2
% 42.5 42.7 42.6 421 411 39.7 37.9 35.7 33.3 30.5
C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 115 V
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