Rating Conditions HIGH ARE51C4E-CAA

TEMPERATURE
65 °F Return Gas COPELAWELD® HFC-134A
0 F Subcooling HFCs Require Use of Polyol Ester COMPRESSOR
95 °F Ambient Air Over Lubricant Approved on Form 93-11 CAA 115-1-60

60 Hz Operation

Condensing Temperature °F

(Sat. Dew Pt. Pressure, psig) Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

0.0(7) 5.0(9) 10.0(12) 15.0(15) 20.0(18) 25.0(22) 30.0(26) 35.0(30) 40.0(35) 45.0 (40) 55.0(51)
1400 ¢ 2,930 3,340 3,780 4,250 4,750 5,830
(229) P 694 742 791 841 892 997
A 7.6 7.9 8.3 8.7 9.1 9.9
M 53.1 60.8 69.2 78 88 109.5
E 4.2 4.5 4.8 5.1 5.3 5.9
% 42.6 42.6 423 41.8 41.0 38.7
C 2,530 2,900 3,300 3,730 4,190 4,690 5,220 6,370
130.0 P 593 634 677 721 768 816 865 969
A 6.9 7.2 7.5 7.8 8.1 8.5 8.8 9.7
(199) ™ 42.6 48.9 55.9 63.5 7.7 80.5 90.5 112
E 4.3 4.6 4.9 5.2 5.5 5.8 6.1 6.6
% 427 42.8 427 423 41.6 40.7 395 36.5
C 1,870 2,150 2,460 2,810 3,200 3,620 4,070 4,560 5,090 5,650 6,890
120.0 P 478 509 543 579 616 657 699 743 790 839 943
A 6.3 6.5 6.7 6.9 71 7.3 7.6 7.9 8.3 8.7 9.5
171) m 294 33.8 38.9 445 50.8 57.7 65.2 734 825 92 113.5
E 3.9 4.2 4.6 4.9 5.2 55 5.9 6.2 6.5 6.8 7.3
% 415 42.0 424 42.4 423 41.8 411 40.0 38.8 37.3 33.6
C 2,070 2,360 2,690 3,050 3,460 3,910 4,390 4,910 5,470 6,070 7,390
110.0 P 473 500 530 562 597 635 676 719 765 814 921
A 6.3 6.4 6.6 6.8 7.0 7.2 7.5 7.8 8.1 8.5 9.3
(146) ™ 30.7 35.1 40.1 45.7 52 58.9 66.4 74.7 83.5 93 115
E 4.4 4.7 5.1 5.5 5.8 6.2 6.5 6.9 7.2 7.5 8.1
% 40.8 41.2 414 41.3 40.9 40.1 39.1 37.8 36.2 34.3 30.0
C 2,230 2,540 2,880 3,270 3,710 4,180 4,700 5,250 5,850 6,490 7,890
100.0 P 465 488 514 544 577 614 654 697 743 793 903
A 6.3 6.4 6.5 6.7 6.9 71 7.3 7.6 8.0 8.3 9.1
(124) m 314 35.8 40.9 46.5 52.8 59.8 67.4 755 84.5 94.5 116
E 4.8 5.2 5.6 6.0 6.4 6.8 7.2 7.6 7.9 8.2 8.8
% 39.3 39.7 39.7 39.5 38.8 37.8 36.5 34.9 329 30.8 25.8
C 2,370 2,700 3,070 3,490 3,950 4,450 5,000 5,600 6,230 6,920
90.0 P 455 475 499 527 559 595 634 678 725 777
A 6.3 6.3 6.4 6.6 6.8 7.0 7.2 7.5 7.8 8.2
(104) m 31.9 36.4 415 47.2 53.6 60.6 68.3 77 86 955
E 5.2 5.7 6.2 6.6 71 7.5 7.9 8.3 8.6 8.9
% 37.3 37.6 37.5 371 36.2 34.9 33.3 31.3 29.0 26.5
C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 115 V
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