Rating Conditions

65 °F Return Gas
0 F Subcooling

95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

HIGH
TEMPERATURE

ASE12C4E-IAA

COPELAWELD® HFC-407C - Dew Pt.

COMPRESSOR
IAA 115-1-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

0.0(19) 5.0(23) 10.0(28) 15.0(33) 20.0(38) 25.0(43) 30.0(50) 35.0(56) 45.0(71) 55.0(88)

1400 ¢ 954 1,090 1,240 1,390 1,570 1,950 2,400
(352) P 257 274 291 307 324 357 391
A 3.6 3.8 3.9 4.0 4.2 4.4 4.7

M 16 18 20 23 26 33 42

E 3.7 4.0 4.2 4.5 4.8 5.5 6.1

% 44.7 451 45.3 45.3 45.2 44 4 42.8

C 933 1,070 1,220 1,380 1,560 1,750 2,180 2,680

130.0 P 234 249 264 278 293 308 338 367
A 3.4 3.6 3.7 3.8 3.9 4.0 4.3 4.5

(307) ™ 14 16 19 21 24 27 35 43
E 4.0 4.3 4.6 5.0 53 5.7 6.5 7.3

% 447 45.2 45.5 45.6 45.6 45.3 44.3 42.3

C 903 1,040 1,190 1,350 1,530 1,720 1,930 2,400 2,950

120.0 P 213 226 239 253 266 279 292 318 344
A 3.3 3.4 3.5 3.6 3.7 3.8 3.9 41 4.3

(266) ™ 13 15 17 19 22 25 28 36 45
E 4.2 4.6 5.0 5.4 5.8 6.2 6.6 7.6 8.6

% 443 44.9 45.3 455 455 454 45.0 43.5 41.0

C 868 1,000 1,150 1,310 1,480 1,680 1,890 2,110 2,620 3,220

110.0 P 194 206 218 229 241 253 264 276 298 321
A 3.2 3.3 3.3 3.4 3.5 3.6 3.7 3.8 3.9 41

(229) ™ 12 13 15 18 20 23 26 29 37 46
E 4.5 4.9 5.3 5.7 6.2 6.6 71 7.7 8.8 10.0

% 43.7 443 44.8 45.0 451 449 446 44.0 42.0 38.7

C 958 1,100 1,250 1,420 1,610 1,820 2,040 2,290 2,840 3,480

100.0 P 188 198 209 219 229 239 249 259 279 298
A 3.1 3.2 3.3 3.3 3.4 3.5 3.6 3.6 3.8 3.9

(196) ™ 12 14 16 18 21 24 27 30 38 47
E 5.1 5.5 6.0 6.5 7.0 7.6 8.2 8.8 10.2 1.7

% 43.5 44.0 44.2 44.3 44 1 43.7 431 42.2 39.5 35.4

C 1,050 1,190 1,360 1,540 1,740 1,960 2,190 2,450 3,040 3,720

90.0 P 180 190 199 208 217 226 235 243 260 276
A 3.1 3.2 3.2 3.3 3.3 3.4 3.5 3.5 3.6 3.8

(167) ™ 13 15 17 19 21 24 27 31 38 48
E 5.8 6.3 6.8 7.4 8.0 8.6 9.3 10.1 1.7 13.5

% 42.9 43.1 43.1 42.8 42.4 41.7 40.7 394 35.9 30.8

C 1,130 1,280 1,450 1,640 1,850 2,080 2,340 2,610 3,230 3,960

80.0 P 173 181 189 197 205 213 220 227 242 255
A 3.1 3.1 3.2 3.2 3.3 3.3 3.4 3.4 3.5 3.6

(141) m 13 15 17 19 22 25 28 31 39 48
E 6.5 71 7.7 8.3 9.0 9.8 10.6 11.5 13.4 15.5

% 41.8 41.6 41.2 40.6 39.8 38.7 374 35.6 31.0 245

C 1,210 1,360 1,540 1,740 1,960 2,200 2,470 2,760 3,410 4,180

70.0 P 164 172 179 186 193 199 206 212 224 235
A 3.0 3.1 3.1 3.1 3.2 3.2 3.3 3.3 3.4 3.5

M7) m 13 15 17 20 22 25 28 31 39 49
E 7.3 7.9 8.6 9.4 10.2 11.0 12.0 13.0 15.3 17.8

% 39.9 39.3 38.6 37.6 36.3 34.7 32.8 30.5 245 16.4

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 115 V
Eﬂpﬂfaﬂﬂ" © 2015 Emerson Climate Technologies, Inc. Printed 1/2/2015
el a1 Autogenerated Compressor Performance 12-24

&
EMERSON



