Rating Conditions MEDIUM ASE20C4E-1AA

TEMPERATURE
40 °F Return Gas COPELAWELD® HFC-404A
0 F Subcooling HFCs Require Use of Polyol Ester COMPRESSOR
95 °F Ambient Air Over Lubricant Approved on Form 93-11 IAA 115-1-60

60 Hz Operation

Condensing Temperature °F

(Sat. Dew Pt. Pressure, psig) Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-10.0(24) | -5.0(28) 0.0(33) 5.0(38) | 10.0(43) | 15.0(49) | 20.0(55) | 25.0(62) | 30.0(69)

140.0 ¢ 1,330 1,390 1,480 1,590 1,750
(402) P 466 497 528 557 586
A 5.4 5.7 5.9 6.2 6.4

M 39 42 45 49 55

E 2.8 2.8 2.8 2.9 3.0

% 46.0 427 40.3 38.8 38.0

c 1,420 1,520 1,640 1,780 1,950 2,150

1300 P 421 448 476 502 528 554
A 5.1 53 55 5.7 5.9 6.2

(354) M 37 40 43 47 52 59
E 3.4 3.4 3.4 35 37 3.9

% 476 45.1 43.1 415 405 39.8

c 1,420 1,560 1,720 1,890 2,080 2,290 2,540

1200 P 382 406 430 454 477 500 522
A 4.8 5.0 5.2 53 55 5.7 5.9

(310) ™ 33 36 40 44 49 55 62
E 37 3.9 40 42 44 46 49

% 46.9 457 445 433 423 415 40.8

c 1,130 1,330 1,530 1,720 1,920 2,140 2,370 2,630 2,920

1100 P 331 352 372 392 412 432 451 471 491
A 4.4 46 47 49 5.0 5.2 53 55 5.6

(270) ™ 23 28 32 36 41 46 51 57 64
E 3.4 3.8 4.1 44 47 5.0 53 5.6 5.9

% 417 43.4 441 442 438 432 425 41.8 41.0

c 1,150 1,400 1,640 1,880 2,130 2,380 2,650 2,950 3,270
1000 P 329 345 360 376 393 409 426 443 461
A 4.4 45 46 4.8 49 5.0 5.1 53 5.4

(235) M 22 27 32 37 42 47 53 59 66
E 35 41 46 5.0 5.4 5.8 6.2 6.7 71

% 37.0 40.0 41.8 426 428 426 420 41.2 40.2

c 1,190 1,480 1,760 2,040 2,320 2,610 2,920 3,250 3,600

900 P 325 337 348 361 374 387 401 415 430
A 4.4 45 46 46 47 4.8 49 5.1 5.2

(202) ™ 21 27 32 37 42 48 54 60 68
E 37 44 5.1 5.7 6.2 6.8 7.3 7.8 8.4

% 33.3 37.1 39.6 40.9 41.4 413 40.8 39.8 385

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)

Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 115 V
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