
Rating Conditions

 Hz Operation

40 °F Return Gas

0 F Subcooling

95 °F Ambient Air Over

 Condensing Temperature °F 

(Sat. Dew Pt. Pressure, psig)

MEDIUM

TEMPERATURE

Evaporating Temperature  °F (Sat. Dew Pt. Pressure, psig)

ASE26C4E-IAA

COPELAWELD®  HFC-404A

COMPRESSOR

IAA   115-1-60

HFCs Require Use of Polyol Ester 

Lubricant Approved on Form 93-11

60

(402)

 140.0 C

%

E

M
A

P

-10.0 (24) -5.0 (28)  0.0 (33)  5.0 (38)  10.0 (43)

1,640

46.3

2.9

49
6.7

574

 15.0 (49)

1,800

45.0

2.9

54
7.0

612

 20.0 (55)

1,980

43.9

3.1

60
7.3

649

 25.0 (62)

2,190

43.3

3.2

68
7.6

685

 30.0 (69)

2,420

42.8

3.4

76
7.9

720

(354)

 130.0 

C

%

E

M
A

P

1,720

47.1

3.3

44
6.3

517

1,900

45.9

3.5

49
6.5

551

2,100

44.9

3.6

55
6.8

584

2,320

44.0

3.8

62
7.1

616

2,560

43.4

4.0

69
7.3

649

2,840

42.8

4.2

78
7.6

681

(310)

 120.0 

C

%

E

M
A

P

1,750

46.9

3.7

40
6.0

472

1,950

46.2

3.9

45
6.2

500

2,160

45.4

4.1

50
6.4

528

2,390

44.7

4.3

56
6.6

557

2,650

44.0

4.5

63
6.8

585

2,940

43.3

4.8

71
7.0

614

3,270

42.6

5.1

79
7.3

643

(270)

 110.0 

C

%

E

M
A

P

1,520

44.4

3.6

32
5.6

420

1,730

45.0

3.9

36
5.8

440

1,940

45.2

4.2

41
5.9

461

2,170

45.1

4.5

46
6.1

483

2,420

44.7

4.8

51
6.2

506

2,690

44.2

5.1

58
6.4

530

2,990

43.5

5.4

64
6.6

555

3,320

42.8

5.7

72
6.8

581

3,690

41.9

6.1

81
7.0

608

(235)

 100.0 

C

%

E

M
A

P

1,650

41.1

3.9

32
5.7

423

1,880

42.4

4.3

36
5.7

436

2,120

43.2

4.7

41
5.8

451

2,390

43.5

5.1

46
6.0

468

2,670

43.5

5.5

52
6.1

486

2,980

43.2

5.9

59
6.2

505

3,320

42.5

6.3

66
6.4

527

3,690

41.6

6.7

74
6.6

550

4,100

40.5

7.1

83
6.7

574

(202)

 90.0 

C

%

E

M
A

P

1,770

37.6

4.2

31
5.7

426

2,030

39.5

4.7

36
5.7

433

2,300

40.8

5.2

41
5.8

442

2,600

41.5

5.7

47
5.8

453

2,920

41.7

6.3

53
5.9

466

3,260

41.5

6.8

60
6.1

482

3,640

40.8

7.3

67
6.2

500

4,060

39.7

7.8

75
6.3

520

4,510

38.2

8.3

85
6.5

542

 PrintedEmerson Climate Technologies, Inc.© 2014

Autogenerated Compressor Performance

Nominal Performance Values (±5%) based on 72 hours run-in.  Subject to change without notice.  Current @ 115 V

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (lb/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
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