Rating Conditions

65 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

HIGH
TEMPERATURE

Blue Area Restrictions: 40°F Max.
Return Gas Temp.

ASE35C4-1AV

COPELAWELD® HCFC-22

COMPRESSOR

IAV  208/230-1-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

0.0(24) 5.0(28) 10.0(33) 15.0(38) 20.0(43) 25.0(49) 30.0(55) 35.0(62) 45.0(76) 55.0(93)

1400 ¢ 2,520 2,880 3,270 3,690 4,140 5,170 6,360
(337) P 752 801 850 898 947 1,040 1,140
A 2.6 27 2.8 29 3.0 3.2 3.4

M 41 47 54 61 69 87 109

E 3.4 3.6 3.8 41 4.4 4.9 5.6

% 38.4 38.7 38.8 38.8 38.7 37.9 36.5

C 2,470 2,830 3,230 3,650 4,120 4,630 5,770 7,090

130.0 P 684 727 770 814 857 900 987 1,070
A 25 25 26 27 28 29 3.0 3.2

(297) ™ 38 44 50 57 64 73 92 114
E 3.6 3.9 4.2 4.5 4.8 5.1 5.8 6.6

% 38.8 39.3 39.5 39.6 39.6 39.3 38.3 36.6

C 2,390 2,750 3,140 3,580 4,050 4,560 5,110 6,360 7,810

120.0 P 622 661 700 738 77 815 853 929 1,010
A 23 2.4 25 26 26 27 2.8 29 3.1

(260) ™ 35 40 46 52 60 67 76 96 119
E 3.8 4.2 4.5 4.8 5.2 5.6 6.0 6.8 7.8

% 38.9 394 39.8 40.0 40.0 39.8 394 38.1 35.8

C 2,300 2,650 3,030 3,460 3,920 4,430 4,990 5,590 6,940 8,510

110.0 P 567 602 636 671 705 739 772 806 872 938
A 23 23 2.4 24 25 26 26 27 28 29

(226) ™ 32 37 42 48 55 62 70 79 100 124
E 4.1 4.4 4.8 5.2 5.6 6.0 6.5 6.9 8.0 9.1

% 38.8 393 39.7 39.9 39.9 39.8 394 38.9 37.0 34.2

C 2,530 2,900 3,310 3,770 4,260 4,810 5,400 6,050 7,500 9,190

100.0 P 548 579 610 640 670 700 729 758 815 872
A 2.2 23 23 24 24 25 25 26 27 28

(196) ™ 34 39 44 50 57 65 73 82 103 128
E 4.6 5.0 5.4 5.9 6.4 6.9 7.4 8.0 9.2 10.5

% 38.9 39.2 394 39.4 39.3 38.9 38.3 375 35.0 314

C 2,770 3,150 3,590 4,060 4,590 5,170 5,800 6,490 8,040 9,850

90.0 P 527 555 582 609 635 661 686 71 760 808
A 2.2 2.2 23 23 24 24 25 25 26 27

(168) M 35 40 46 52 59 67 75 85 106 131
E 5.2 5.7 6.2 6.7 7.2 7.8 8.5 9.1 10.6 12.2

% 38.6 38.7 38.6 38.4 37.9 37.3 36.4 35.3 32.0 274

C 2,990 3,390 3,840 4,340 4,900 5,510 6,180 6,910 8,550 10,500

80.0 P 504 529 553 576 599 622 643 665 706 746
A 2.2 2.2 23 23 23 24 24 24 25 26

(144) ™ 37 42 47 54 61 69 77 87 108 134
E 5.9 6.4 6.9 7.5 8.2 8.9 9.6 10.4 12.1 14.0

% 37.7 37.4 371 36.5 35.8 34.8 335 32.0 27.7 21.9

C 3,190 3,600 4,070 4,600 5,180 5,820 6,520 7,290 9,030 11,000

70.0 P 480 502 523 544 563 583 601 619 654 687
A 21 2.2 2.2 22 23 23 23 24 24 25

(121) ™ 38 43 48 55 62 70 79 88 110 136
E 6.6 7.2 7.8 8.5 9.2 10.0 10.9 11.8 13.8 16.1

% 36.1 35.5 34.8 33.8 32.7 31.3 29.6 275 22.0 14.7

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
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