Rating Conditions MEDIUM ASE35C4E-CAA

TEMPERATURE
40 °F Return Gas COPELAWELD® HFC-404A
0 F Subcooling HFCs Require Use of Polyol Ester COMPRESSOR
95 °F Ambient Air Over Lubricant Approved on Form 93-11 CAA 115-1-60

60 Hz Operation

Condensing Temperature °F

(Sat. Dew Pt. Pressure, psig) Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-10.0(24) | -5.0(28) 0.0(33) 5.0(38) | 10.0(43) | 15.0(49) | 20.0(55) | 25.0(62) | 30.0(69)

1400 ¢ 2,160 2,410 2,690 2,990 3,300
402) P 779 830 882 936 990
A 8.5 8.9 9.4 9.8 10.3

M 64.5 727 82 925 103.5

E 2.8 2.9 31 3.2 34

% 45.0 444 43.9 433 424

c 2,270 2,530 2,820 3,150 3,500 3,870

1300 P 709 753 798 845 893 944
A 7.8 8.2 8.6 9.0 9.5 9.9

(354) ™ 58.6 65.8 74.1 835 94 105.5
E 3.2 3.4 36 3.8 39 4.1

% 453 446 442 436 42.9 42.0

c 2,360 2,600 2,900 3,230 3,600 4,000 4,420

1200 P 654 689 727 768 810 855 902
A 7.3 7.6 8.0 8.3 8.7 9.1 9.6

(310) ™ 54.2 60.2 67.5 76 85.5 96 107.5
E 3.6 3.8 4.0 4.2 45 4.7 4.9

% 456 448 443 438 432 423 411

c 2,310 2,450 2,660 2,930 3,260 3,640 4,050 4,500 4,970

1100 P 587 612 639 670 703 739 778 819 864
A 6.8 7.0 7.2 75 7.7 8.1 8.4 8.8 9.2

(270) ™ 47.8 51 55.7 61.9 69.2 78 875 98 109.5
E 4.0 4.0 4.2 4.4 47 4.9 5.2 55 5.8

% 48.1 46.0 448 441 435 42.9 422 411 39.7

c 2,570 2,730 2,970 3,270 3,620 4,030 4,490 4,980 5,500
1000 P 582 601 624 650 679 712 748 787 830
A 6.8 6.9 7.1 7.3 75 7.8 8.1 8.5 8.9

(235) ™ 49.1 52.4 57.3 63.5 70.9 795 89 100 115
E 4.4 46 4.8 5.1 54 5.7 6.0 6.3 6.6

% 46.4 447 436 42.9 423 415 40.5 39.2 375

c 2,830 3,010 3,270 3,590 3,980 4,420 4,910 5,440 6,000

900 P 575 589 607 630 656 686 720 759 801
A 6.8 6.9 7.0 7.1 7.3 7.6 7.9 8.2 8.6

(202) ™ 50.4 53.9 58.7 64.9 724 81 90.5 1015 13
E 5.0 5.1 54 5.7 6.1 6.5 6.8 7.2 75

% 447 43.1 421 413 40.4 394 38.1 36.5 344

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)

Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 115 V
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