3RA1-031A-TAC

HCFC, R-22, 60Hz, 3- Phase, 208/230 V
Medium Temperature

Production Status: This compressor and/or application of this compressor is not available to U.S. OEM customers. A
field replacement is currently available through a U.S. Emerson Climate Technologies

Accessories

Category PartNumber Description

Crankcase Heater Kit, 120V, 65W, bolt on. For usage on specific
Crankcase Heaters 918-0009-00 Copeland Copelametic & Discus Compressor except deep sump
models. Includes crankcase heater, and reference drawings.

Crankcase Heater Kit, 240V, 65W, bolt on. For usage on specific
918-0009-01 Copeland Copelametic, & Discus Compressor except deep sump
models. Includes crankcase heater, and reference drawings.

Crankcase Heater Kit, 480V, 65W, bolt on. For usage on specific
918-0009-02 Copeland Copelametic, & Discus Compressor except deep sump
models. Includes crankcase heater, and reference drawings.

Crankcase Heater Kit, 600V, 65W, bolt on. For usage on specific
918-0009-03 Copeland Copelametic, & Discus Compressor except deep sump
models. Includes crankcase heater, and reference drawings.

3 Phase Voltage Monitor. For use with all Copeland 3 Phase
Electrical Components 085-0160-00 Compressors. Consult model family nomenclature for electrical
definition in the model number.

Shipping Plate, Gasket, and Bolt (Discharge all 2D) (Discharge)

Miscellaneous 998-0683-00 (Suction & Discharge) 2 kits required

Akylbenzene Qil. Approved for use with specific Copeland Semi
998-AB52-01 Hermetic After Market Compressors. Consult model family
nomenclatures for oil identifier in the model number.

Polyol Ester Oil. Approved for use with specific Copeland Hermetic &
998-E022-01 Semi Hermetic models. Consult specific model family nomenclatures
for oil identifier in the model number.

Motor Protection 998-0429-08 Protector & Gasket Kit
998-0429-09 Protector & Gasket Kit
998-0429-10 Protector & Gasket Kit
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