
Rating Conditions

 Hz Operation

20 °F Superheat

15 F Subcooling

95 °F Ambient Air Over

 Condensing Temperature °F 

(Sat. Dew Pt. Pressure, psig)

AIR

CONDITIONING

Evaporating Temperature  °F (Sat. Dew Pt. Pressure, psig)

CR18K6E-TF5

COPELAWELD®  HCFC-22

COMPRESSOR

TF5   200/230-3-60

60

(382)

 150.0 C

%

E

M
A

P

-10.0 (17)  0.0 (24)  10.0 (33)  20.0 (43)  30.0 (55)

8,350

58.4

5.9

139.5
4.7

1,420

 40.0 (69)

11,950

62.3

7.2

196
5.2

1,670

 45.0 (76)

13,850

63.4

7.8

226
5.5

1,775

 50.0 (84)

15,900

64.3

8.5

257
5.7

1,875

 55.0 (93)

18,050

65.1

9.3

290
5.9

1,955

(337)

 140.0 

C

%

E

M
A

P

6,490

54.4

5.5

104
4.2

1,185

9,950

60.3

7.0

157
4.7

1,435

13,700

63.3

8.4

213
5.2

1,640

15,700

64.3

9.1

243
5.3

1,725

17,900

65.1

10.0

275
5.5

1,795

20,200

65.8

10.9

308
5.7

1,860

(297)

 130.0 

C

%

E

M
A

P

4,640

47.9

4.8

71.8
3.8

965

7,990

57.3

6.6

122
4.3

1,220

11,550

61.6

8.1

173
4.7

1,425

15,450

64.1

9.8

229
5.0

1,585

17,600

65.0

10.7

259
5.2

1,645

19,950

65.7

11.8

291
5.3

1,700

22,400

66.3

12.9

326
5.4

1,745

(260)

 120.0 

C

%

E

M
A

P

6,080

52.7

6.0

90
3.9

1,015

9,460

59.1

7.7

137.5
4.3

1,225

13,100

62.5

9.5

188
4.6

1,390

17,250

64.6

11.5

244
4.9

1,505

19,550

65.4

12.6

275
5.0

1,550

22,100

66.0

13.9

308
5.0

1,585

24,800

66.4

15.4

343
5.1

1,610

(226)

 110.0 

C

%

E

M
A

P

4,230

45.7

5.2

60.7
3.6

825

7,450

55.5

7.2

105
3.9

1,040

10,850

60.2

9.0

151
4.2

1,205

14,700

62.9

11.1

201
4.5

1,330

19,100

64.7

13.6

258
4.7

1,410

21,500

65.3

15.0

290
4.7

1,435

24,200

65.7

16.7

324
4.8

1,455

27,100

65.8

18.6

360
4.8

1,460

(196)

 100.0 

C

%

E

M
A

P

5,540

50.3

6.4

76
3.6

864

8,740

56.9

8.5

118
3.9

1,035

12,250

60.5

10.5

163
4.2

1,165

16,250

62.8

13.0

214
4.3

1,250

20,900

64.2

16.1

272
4.4

1,300

23,600

64.5

18.1

304
4.5

1,305

26,500

64.5

20.2

340
4.5

1,310

29,600

64.1

22.8

378
4.4

1,300

(168)

 90.0 

C

%

E

M
A

P

3,730

42.7

5.4

49.9
3.4

695

6,730

52.6

7.7

88.5
3.7

876

9,950

57.4

9.9

129
3.9

1,010

13,550

60.3

12.3

174
4.0

1,105

17,800

62.1

15.4

225
4.2

1,155

22,800

62.9

19.5

285
4.2

1,170

25,600

62.7

22.0

319
4.2

1,170

28,700

62.0

24.9

355
4.1

1,155

32,100

60.5

28.3

395
4.1

1,135

(144)

 80.0 

C

%

E

M
A

P

4,860

46.9

6.8

62.5
3.4

722

7,810

53.5

9.0

99
3.6

866

11,100

57.1

11.5

138.5
3.8

966

14,850

59.3

14.5

183
3.9

1,025

19,350

60.5

18.5

236
4.0

1,050

24,700

60.1

23.8

298
3.9

1,035

27,800

59.0

27.3

333
3.9

1,020

31,100

57.0

31.3

371
3.8

995

34,800

53.8

36.1

412
3.8

963
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Autogenerated Compressor Performance

Nominal Performance Values (±5%) based on 72 hours run-in.  Subject to change without notice.  Current @ 230 V

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (lb/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
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