Rating Conditions

20 °F Superheat
15 F Subcooling

95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

AIR
CONDITIONING

CR47KQE-TF5

COPELAWELD® HCFC-22
COMPRESSOR
TF5 200/230-3-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-10.0(17) 0.0(24) 10.0(33) 20.0(43) 30.0(55) 40.0(69) 45.0(76) 50.0(84) 55.0(93)

150.0 ¢ 25,900 34,200 38,900 43,700 48,900
(382) P 4,220 4,760 5,000 5,250 5,500
A 13.0 14.3 14.9 15.5 16.0

M 433 565 635 710 785

E 6.1 7.2 7.7 8.3 8.9

% 60.9 62.6 63.0 63.0 62.7

C 21,300 28,900 38,000 43,000 48,200 53,500

140.0 P 3,580 4,090 4,560 4,780 5,000 5,200
A 11.6 12.7 13.8 14.3 14.8 15.3

(337) ™ 343 457 590 665 740 820
E 6.0 71 8.3 9.0 9.7 10.3

% 59.2 61.6 63.1 63.3 63.1 62.6

C 17,300 23,900 32,100 41,900 47,200 53,000 58,500

130.0 P 3,010 3,480 3,930 4,340 4,540 4,720 4,880
A 10.4 1.4 12.3 13.3 13.7 14.1 14.5

(297) M 268 364 483 620 695 770 850
E 5.7 6.9 8.2 9.6 10.4 11.2 12.0

% 57.3 59.9 62.2 63.3 63.2 62.8 61.9

C 19,400 26,600 35,500 45,900 51,500 57,500 64,000

120.0 P 2,950 3,360 3,750 4,110 4,270 4,420 4,560
A 10.3 1.1 11.9 12.7 13.1 13.5 13.8

(260) ™ 286 387 510 650 725 805 885
E 6.6 7.9 9.5 11.2 121 13.0 14.0

% 57.9 60.6 62.5 63.0 62.5 61.7 60.3

C 15,800 21,600 29,400 39,000 50,000 56,000 62,500 69,000

110.0 P 2,490 2,870 3,230 3,560 3,860 4,000 4,120 4,230
A 9.4 10.1 10.8 11.5 12.2 12.5 12.8 13.0

(226) ™ 227 305 409 535 675 755 835 915
E 6.3 7.5 9.1 10.9 12.9 14.0 15.1 16.3

% 56.5 58.4 60.9 62.3 61.9 61.0 59.6 57.7

C 17,600 23,900 32,300 42,500 54,000 60,500 67,000 74,000

100.0 P 2,430 2,760 3,070 3,350 3,610 3,720 3,810 3,900
A 9.3 9.9 10.5 1.1 11.6 11.9 121 12.3

(196) ™ 241 323 431 560 705 780 860 945
E 7.2 8.7 10.5 12.7 15.0 16.3 17.6 19.0

% 56.6 58.6 60.6 61.2 59.8 58.3 56.2 53.5

C 14,700 19,300 26,200 35,200 45,900 58,000 65,000 72,000 79,000

90.0 P 2,070 2,350 2,630 2,890 3,130 3,340 3,430 3,500 3,560
A 8.6 9.1 9.6 10.1 10.6 11.0 11.2 1.4 11.6

(168) ™ 197 255 341 451 580 730 805 885 970
E 71 8.2 10.0 12.2 14.7 17.4 18.9 20.5 222

% 56.7 56.4 58.3 59.6 59.1 56.4 54.0 51.1 47.4

C 16,000 21,100 28,500 38,000 49,300 62,000 69,000 76,500 84,000

80.0 P 2,000 2,240 2,480 2,700 2,900 3,070 3,130 3,190 3,220
A 8.5 8.9 9.4 9.8 10.1 10.5 10.6 10.8 10.9

(144) M 205 267 357 469 600 750 830 910 995
E 8.0 9.4 11.5 14.1 17.0 20.3 221 24.0 26.0

% 55.6 55.8 57.2 57.5 55.7 51.2 47.8 43.7 38.8

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
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