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%

E
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A
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-10.0 (17)  0.0 (24)  10.0 (33)  20.0 (43)  30.0 (55)
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60.8

6.1
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15.0

4,750

 40.0 (69)

38,300

61.7

7.1

630
16.5

5,400

 45.0 (76)

43,400

61.9

7.6

710
17.2

5,700

 50.0 (84)

48,800

61.9

8.2

790
17.8

6,000

 55.0 (93)

54,500

61.7

8.8

875
18.4

6,250

(337)
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%

E

M
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24,400

60.0

6.0

392
13.4

4,040

33,000

61.4

7.1

520
14.8

4,670

42,900

62.1

8.2
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16.1

5,250

48,300

62.1

8.8

745
16.6

5,500

54,000
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9.5

830
17.1

5,700

60,000

61.6

10.2

915
17.6

5,900

(297)
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E
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20,000

58.6

5.9

310
12.1

3,410

27,700

60.6

6.9

422
13.3

4,000

36,900

61.8

8.1

555
14.5

4,540

47,400

62.2

9.5

700
15.5

5,000

53,000

62.0

10.2

780
16.0

5,200

59,500

61.5

11.0

865
16.4

5,400

65,500

60.9

11.8

955
16.8

5,550

(260)
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22,700

59.1

6.7

336
12.1

3,390

31,000

60.9

7.9

450
13.1

3,900

40,700

61.8

9.3

585
14.1

4,360

52,000

61.6

10.9

735
15.0

4,750

58,000

61.1

11.8

815
15.3

4,920

64,500

60.3

12.7

900
15.6

5,050

71,000

59.3

13.7

985
15.9

5,200

(226)
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M
A

P

18,400

57.2

6.4

263
11.1

2,860

25,400

59.4

7.7

359
11.9

3,320

34,200

60.9

9.1

475
12.8

3,750

44,500

61.3

10.8

610
13.6

4,140

56,500

60.3

12.6

765
14.3

4,470

63,000

59.4

13.6

845
14.6

4,610

69,500

58.1

14.7

930
14.9

4,720

76,500

56.4

15.9

1,020
15.0

4,810

(196)
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%

E

M
A

P

20,500

57.4

7.3

282
11.0

2,800

28,100

59.4

8.8

380
11.7

3,200

37,400

60.3

10.5

499
12.4

3,570

48,300

59.9

12.4

635
13.1

3,900

61,000

57.9

14.5

790
13.7

4,180

67,500

56.3

15.7

870
13.9

4,290

74,500

54.3

17.0

960
14.1

4,380

82,000

51.9

18.4

1,050
14.2

4,450

(168)
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16,500

55.5

7.0

220
10.2

2,360

22,600

57.4

8.4

298
10.8

2,700

30,700

58.8

10.1

399
11.4

3,050

40,500

58.9

12.0

520
12.1

3,370

52,000

57.3

14.2

660
12.7

3,660

65,000

53.9

16.7

815
13.1

3,900

72,000

51.5

18.1

895
13.3

3,990

79,500

48.7

19.6

985
13.4

4,070

87,500

45.3

21.2

1,070
13.5

4,120

(144)
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E

M
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18,100

55.3

7.9

232
10.1

2,270

24,700

56.9

9.6

313
10.6

2,570

33,200

57.4

11.5

416
11.1

2,880

43,600

56.3

13.7

540
11.7

3,170

55,500

53.2

16.2

680
12.2

3,430

69,500

48.0

19.0

835
12.6

3,640

76,500

44.6

20.6

920
12.8

3,720

84,500

40.6

22.3

1,010
12.9

3,780

92,500

36.0

24.2

1,100
12.9

3,820
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Autogenerated Compressor Performance

Nominal Performance Values (±5%) based on 72 hours run-in.  Subject to change without notice.  Current @ 230 V

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (lb/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
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