Rating Conditions

40 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

EXTENDED MEDIUM
TEMPERATURE

HFCs Require Use of Polyol Ester
Lubricant Approved on Form 93-11

Refer AE-1298 for restrictions

CS12K6E-TF5

COPELAWELD® HFC-404A

COMPRESSOR

TF5 200/230-3-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-25.0(13) |-15.0(20) |-10.0(24) -5.0(28) 0.0(33) 5.0(38) 10.0(43) 15.0(49) 20.0(55) 25.0(62) 30.0(69)

1400 ¢ 1,640 2,400 3,250 4,190 5,220 6,330 7,530 8,800 10,200
(402) P 885 1,040 1,210 1,370 1,530 1,700 1,850 2,000 2,140
A 3.0 3.5 3.9 4.4 4.8 53 5.8 6.2 6.6

M 47 69 95 124 155 191 230 272 319

E 1.9 2.3 2.7 3.1 3.4 3.7 4.1 4.4 4.7

% 374 44.0 48.8 525 55.1 57.1 58.5 59.6 60.3

C 1,990 2,790 3,700 4,700 5,800 7,000 8,300 9,680 11,200 12,700

130.0 P 856 999 1,150 1,290 1,440 1,590 1,740 1,870 2,000 2,120
A 29 3.3 3.7 4.2 4.6 5.0 5.4 5.8 6.2 6.6

(354) M 50 70 94 120 150 182 218 257 300 346
E 23 2.8 3.2 3.6 4.0 4.4 4.8 5.2 5.6 6.0

% 414 47.0 51.3 54.4 56.8 58.5 59.7 60.5 61.1 61.4

C 1,470 3,000 3,940 4,990 6,150 7,410 8,790 10,300 11,800 13,500 15,300

120.0 P 702 951 1,080 1,220 1,360 1,490 1,620 1,750 1,870 1,970 2,070
A 25 3.2 3.6 3.9 4.3 4.7 5.1 55 5.8 6.1 6.4

(310) ™ 33 68 89 114 141 171 205 241 281 324 371
E 2.1 3.2 3.6 4.1 4.5 5.0 5.4 5.9 6.3 6.8 7.4

% 35.5 47.7 51.8 54.9 57.3 59.0 60.2 61.0 61.5 61.8 61.9

C 2,230 4,010 5,090 6,290 7,600 9,040 10,600 12,200 14,000 15,900 17,900

110.0 P 786 1,020 1,140 1,270 1,390 1,510 1,630 1,740 1,830 1,920 1,990
A 27 3.4 3.7 4.1 4.4 4.8 5.1 5.4 5.7 6.0 6.2

(270) m 46 83 105 131 159 190 225 262 302 346 394
E 2.8 3.9 4.4 5.0 5.5 6.0 6.5 71 7.6 8.3 9.0

% 415 51.1 54.3 56.8 58.7 60.0 61.0 61.6 61.9 62.0 61.9

C 3,000 5,040 6,260 7,610 9,080 10,700 12,400 14,300 16,200 18,300 20,500

100.0 P 848 1,070 1,180 1,300 1,410 1,510 1,610 1,700 1,780 1,840 1,890
A 29 3.5 3.8 4.1 4.4 4.7 5.0 53 55 5.7 5.9

(235) ™ 57 96 120 146 175 208 243 281 322 367 415
E 3.5 4.7 5.3 5.9 6.5 71 7.7 8.4 9.1 9.9 10.8

% 45.1 53.0 55.7 57.8 59.3 60.4 61.1 61.5 61.6 61.6 61.4

C 3,800 6,100 7,460 8,970 10,600 12,400 14,300 16,300 18,500 20,700 23,100

90.0 P 889 1,090 1,200 1,300 1,400 1,490 1,570 1,640 1,700 1,740 1,770
A 3.0 3.5 3.8 4.1 4.4 4.7 4.9 5.1 5.3 5.4 55

(202) ™ 67 108 133 160 191 224 260 299 341 386 435
E 4.3 5.6 6.2 6.9 7.6 8.3 9.1 9.9 10.9 11.9 131

% 475 54.2 56.5 58.2 59.4 60.2 60.7 60.9 60.8 60.6 60.2

[of 4,640 7,210 8,720 10,400 12,200 14,100 16,200 18,400 20,800 23,300 25,900

80.0 P 911 1,100 1,200 1,290 1,370 1,440 1,510 1,560 1,600 1,620 1,620
A 3.0 3.6 3.8 4.1 4.3 4.6 4.7 4.9 5.0 5.1 5.1

(173) M 77 120 146 174 205 239 276 316 359 405 454
E 5.1 6.5 7.3 8.1 8.9 9.8 10.7 11.8 13.0 14.4 16.0

% 494 54.9 56.7 58.1 59.0 59.5 59.7 59.7 59.4 58.9 58.3

C 5,550 8,390 10,000 11,900 13,800 15,900 18,200 20,600 23,200 25,900 28,700

70.0 P 918 1,090 1,180 1,260 1,330 1,390 1,430 1,470 1,480 1,480 1,460
A 3.1 3.6 3.8 4.0 4.2 4.4 4.5 4.6 4.7 4.7 4.7

(147) m 86 131 158 187 219 254 292 333 377 423 474
E 6.0 7.7 8.5 9.4 10.4 11.5 12.7 14.1 15.6 17.5 19.7

% 50.8 55.2 56.6 57.5 58.1 58.2 58.1 57.7 57.1 56.2 55.1

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
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