Rating Conditions

40 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

EXTENDED MEDIUM
TEMPERATURE

HFCs Require Use of Polyol Ester
Lubricant Approved on Form 93-11

CS14K6E-PFV

COPELAWELD® HFC-404A

COMPRESSOR

PFV 208/230-1-60

Refer AE-1298 for restrictions

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-25.0(13) |-15.0(20) |-10.0(24) -5.0(28) 0.0(33) 5.0(38) 10.0(43) 15.0(49) 20.0(55) 25.0(62) 30.0(69)

1400 ¢ 3,020 3,880 4,820 5,820 6,890 8,000 9,160 10,400 11,600
(402) P 1,270 1,440 1,610 1,780 1,950 2,120 2,280 2,430 2,570
A 6.1 6.8 7.5 8.2 8.9 9.6 10.3 11.0 11.6

M 87 112 141 172 205 241 279 320 363

E 24 2.7 3.0 3.3 3.5 3.8 4.0 43 4.5

% 47.9 51.6 54.2 56.1 57.2 57.8 58.0 57.8 57.3

C 3,310 4,230 5,260 6,390 7,600 8,890 10,200 11,700 13,100 14,600

130.0 P 1,200 1,360 1,520 1,680 1,840 2,000 2,150 2,290 2,430 2,560
A 5.8 6.4 71 7.7 8.4 9.1 9.7 10.4 11.0 11.5

(354) M 83 107 134 163 196 231 269 310 353 399
E 2.7 3.1 3.5 3.8 4.1 4.5 4.8 5.1 5.4 5.7

% 48.8 52.4 55.1 57.1 58.4 59.2 59.5 59.5 59.2 58.6

C 2,600 4,360 5,440 6,640 7,950 9,360 10,900 12,500 14,100 15,900 17,600

120.0 P 994 1,270 1,420 1,570 1,720 1,860 2,010 2,150 2,280 2,400 2,500
A 5.0 6.1 6.6 7.3 7.9 8.5 9.1 9.7 10.3 10.8 11.3

(310) ™ 58 98 123 152 183 217 253 293 335 381 429
E 2.6 34 3.8 4.2 4.6 5.0 5.4 5.8 6.2 6.6 71

% 44 4 52.0 54.9 57.0 58.6 59.6 60.2 60.4 60.2 59.8 59.2

C 3,420 5,430 6,650 8,020 9,510 11,100 12,800 14,700 16,600 18,600 20,600

110.0 P 1,050 1,310 1,450 1,590 1,730 1,860 1,990 2,110 2,220 2,320 2,410
A 53 6.2 6.8 7.4 7.9 8.5 9.1 9.6 10.1 10.5 10.9

(270) m 70 112 138 167 199 234 273 314 358 405 455
E 3.3 41 4.6 5.1 5.5 6.0 6.5 6.9 7.5 8.0 8.6

% 47.7 53.8 56.2 58.0 59.2 60.1 60.5 60.6 60.4 59.9 59.2

C 4,260 6,500 7,870 9,400 11,100 12,900 14,800 16,900 19,000 21,300 23,600

100.0 P 1,090 1,330 1,460 1,590 1,710 1,830 1,940 2,050 2,140 2,220 2,280
A 5.4 6.3 6.9 7.4 7.9 8.4 8.9 9.3 9.7 10.1 10.4

(235) ™ 80 124 151 181 214 250 290 332 378 427 479
E 3.9 4.9 5.4 5.9 6.5 7.0 7.6 8.2 8.9 9.6 10.4

% 49.8 54.8 56.8 58.3 59.4 60.0 60.3 60.3 60.0 59.5 58.7

C 5,120 7,590 9,100 10,800 12,600 14,600 16,800 19,000 21,400 24,000 26,600

90.0 P 1,120 1,340 1,450 1,570 1,670 1,780 1,870 1,950 2,020 2,080 2,120
A 5.5 6.4 6.8 7.3 7.8 8.2 8.6 9.0 9.3 9.5 9.7

(202) ™ 90 135 162 193 227 264 305 349 396 446 499
E 4.6 5.7 6.3 6.9 7.5 8.2 9.0 9.7 10.6 11.5 125

% 50.9 55.1 56.8 58.1 59.0 59.6 59.7 59.6 59.2 58.5 57.6

C 6,000 8,700 10,400 12,200 14,200 16,400 18,700 21,200 23,900 26,600 29,500

80.0 P 1,130 1,330 1,430 1,530 1,620 1,700 1,780 1,840 1,890 1,920 1,930
A 5.6 6.4 6.8 7.2 7.5 7.9 8.2 8.5 8.7 8.8 8.9

(173) M 99 145 173 204 239 277 319 364 412 464 520
E 53 6.5 7.2 8.0 8.8 9.6 10.6 11.6 12.7 13.9 15.3

% 51.3 54.9 56.4 57.5 58.2 58.6 58.7 58.4 57.9 57.0 55.9

C 6,930 9,840 11,600 13,600 15,800 18,200 20,700 23,400 26,300 29,300 32,500

70.0 P 1,140 1,310 1,390 1,470 1,540 1,610 1,660 1,700 1,720 1,730 1,710
A 5.6 6.3 6.6 6.9 7.2 7.5 7.7 7.9 8.0 8.0 7.9

(147) m 108 154 183 215 251 290 332 378 427 480 535
E 6.1 7.5 8.3 9.2 10.2 11.3 125 13.8 15.3 17.0 19.0

% 51.0 541 55.4 56.3 56.9 57.2 57.1 56.6 55.8 54.7 53.2

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
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Autogenerated Compressor Performance 94-61EMP



