
Rating Conditions

 Hz Operation

65 °F Return Gas

0 F Subcooling

95 °F Ambient Air Over

 Condensing Temperature °F 

(Sat. Dew Pt. Pressure, psig)

LOW

TEMPERATURE

Evaporating Temperature  °F (Sat. Dew Pt. Pressure, psig)

KAAB-007A-CAV

COPELAMETIC®  CFC-12

COMPRESSOR

CAV   208/230-1-60

60

(181)

 130.0 C

%

E

M
A

P

-40.0 (-5)

850

31.0

1.7

17
4.1

495

-35.0 (-4)

1,160

36.3

2.1

24
4.3

547

-30.0 (-3)

1,470

39.3

2.4

30
4.5

608

-25.0 (-1)

1,800

41.1

2.7

37
4.7

675

-20.0 (1)

2,180

42.4

2.9

45
4.9

750

-15.0 (2)

2,620

43.7

3.2

54
5.2

830

-10.0 (5)

3,150

45.0

3.4

65
5.5

915

-5.0 (7)

3,780

46.5

3.8

79
5.8

1,000

 0.0 (9)

4,540

48.3

4.2

94
6.1

1,090

(157)

 120.0 

C

%

E

M
A

P

1,020

34.4

2.1

20
4.1

486

1,360

39.0

2.5

26
4.2

538

1,690

41.4

2.8

33
4.4

599

2,050

42.6

3.1

40
4.6

667

2,450

43.3

3.3

48
4.9

742

2,910

43.9

3.5

57
5.1

822

3,460

44.5

3.8

68
5.4

907

4,110

45.4

4.1

81
5.8

996

4,890

46.5

4.5

97
6.1

1,090

(136)

 110.0 

C

%

E

M
A

P

1,200

37.2

2.5

22
4.1

476

1,550

41.2

2.9

29
4.2

528

1,910

42.9

3.2

36
4.4

588

2,290

43.5

3.5

43
4.6

657

2,710

43.6

3.7

51
4.8

732

3,190

43.5

3.9

60
5.1

812

3,760

43.6

4.2

70
5.4

898

4,430

43.8

4.5

83
5.7

988

5,220

44.2

4.8

98
6.1

1,080

(126)

 105.0 

C

%

E

M
A

P

1,290

38.5

2.7

23
4.1

471

1,650

42.1

3.2

30
4.2

523

2,020

43.5

3.5

37
4.4

583

2,410

43.8

3.7

44
4.6

651

2,840

43.5

3.9

52
4.8

726

3,330

43.2

4.1

61
5.1

807

3,900

42.9

4.4

71
5.4

893

4,580

42.9

4.7

84
5.7

983

5,380

43.0

5.0

99
6.0

1,080

(117)

 100.0 

C

%

E

M
A

P

1,380

39.8

3.0

25
4.1

466

1,760

43.0

3.4

31
4.2

518

2,140

44.0

3.7

38
4.3

578

2,530

43.9

3.9

45
4.5

646

2,970

43.4

4.1

53
4.8

721

3,470

42.7

4.3

62
5.0

802

4,050

42.2

4.6

73
5.3

889

4,730

41.8

4.8

85
5.7

979

5,540

41.7

5.2

100
6.0

1,070

(100)

 90.0 

C

%

E

M
A

P

1,600

42.3

3.5

27
4.0

457

1,990

44.6

3.9

34
4.1

509

2,390

44.8

4.2

41
4.3

569

2,800

44.0

4.4

48
4.5

637

3,250

42.8

4.6

56
4.7

713

3,770

41.6

4.7

65
5.0

794

4,360

40.5

5.0

75
5.3

880

5,050

39.6

5.2

87
5.6

971

5,870

38.9

5.5

101
6.0

1,070

 PrintedEmerson Climate Technologies, Inc.© 2014

Autogenerated Compressor Performance

Nominal Performance Values (±5%) based on 72 hours run-in.  Subject to change without notice.  Current @ 230 V

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (lb/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
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