Rating Conditions

65 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

EXTRA LOW
TEMPERATURE

HFCs Require Use of Polyol Ester
Lubricant Approved on Form 93-11

Note: CPR Valve Required

-40.0 (4) -35.0(7) -30.0(10) |-25.0(13) |-20.0(16)

1300 ¢ 1,470 1,870 2,310 2,790 3,290
(354) P 752 862 986 1,120 1,270
A 8.2 9.3 10.5 11.8 13.2

M 32 41 51 61 73

E 2.0 22 23 25 26

% 42.7 45.0 46.1 46.3 45.7

C 1,850 2,290 2,790 3,340 3,920

120.0 P 778 883 1,000 1,130 1,270
A 8.7 9.7 10.8 12.0 13.3

(310) ™ 37 46 56 67 79
E 24 2.6 2.8 3.0 3.1

% 451 46.7 47.5 47.6 471

C 2,270 2,760 3,320 3,940 4,590

110.0 P 803 904 1,020 1,140 1,260
A 9.0 10.0 11.0 121 13.2

(270) m 42 51 61 73 85
E 2.8 3.1 3.3 3.5 3.6

% 471 48.2 48.8 48.8 48.3

Cc 2,490 3,010 3,600 4,250 4,940

105.0 P 814 912 1,020 1,130 1,250
A 9.2 10.0 11.0 12.0 13.1

(252) ™ 44 53 64 76 88
E 3.1 3.3 3.5 3.7 3.9

% 47.9 48.8 49.3 49.3 48.8

C 2,710 3,260 3,880 4,560 5,290

100.0 P 823 918 1,020 1,130 1,240
A 9.2 10.1 11.0 11.9 13.0

(235) ™ 46 56 66 78 91
E 3.3 3.6 3.8 4.0 4.3

% 48.5 49.3 49.7 49.7 49.3

C 3,160 3,750 4,430 5,180 6,000

90.0 P 834 921 1,010 1,110 1,210
A 9.3 10.1 10.9 1.7 12.6

(202) ™ 51 60 71 84 97
E 3.8 4.1 4.4 4.7 5.0

% 49.3 50.0 50.3 50.4 50.1

Cc 3,580 4,230 4,970 5,790 6,680

80.0 P 831 909 991 1,080 1,160
A 9.3 10.0 10.7 1.4 12.2

(173) M 54 64 75 88 102
E 4.3 4.7 5.0 5.4 5.8

% 49.7 50.3 50.7 50.9 50.8

Cc 3,970 4,660 5,460 6,350 7,320

70.0 P 810 877 947 1,020 1,080
A 9.3 9.9 10.4 1.1 1.7

(147) m 57 67 79 92 106
E 4.9 5.3 5.8 6.2 6.8

% 49.8 50.5 51.1 51.5 51.6

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 115 V
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