Rating Conditions

65 °F Return Gas
0 F Subcooling

95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

MEDIUM
TEMPERATURE

KAEB-005A-1AA

COPELAMETIC® CFC-12
COMPRESSOR
IAA 115-1-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-5.0(7) 0.0(9) 5.0(12) 10.0(15) 15.0(18) 20.0(21) 25.0(25)

1400 ¢ 1,710 2,060 2,400 2,760 3,140 3,560 4,020
(206) P 441 476 513 551 591 635 681
A 4.9 5.2 54 5.6 5.9 6.1 6.4

M 38 45 53 61 70 79 90

E 3.9 4.3 4.7 5.0 5.3 5.6 5.9

% 53.7 56.4 57.8 58.4 58.4 57.9 57.2

C 1,910 2,280 2,650 3,040 3,450 3,910 4,400

130.0 P 459 491 524 558 594 633 675
A 4.9 5.1 53 5.5 5.7 5.9 6.2

(181) ™ 40 47 55 63 72 82 93
E 4.2 4.6 5.1 5.4 5.8 6.2 6.5

% 51.4 54.0 55.5 56.2 56.3 56.0 55.4

C 2,150 2,530 2,930 3,350 3,790 4,280 4,820

120.0 P 465 493 522 553 585 620 658
A 4.9 5.1 5.2 5.4 5.6 5.8 6.0

(157) M 42 50 58 66 75 85 96
E 4.6 5.1 5.6 6.1 6.5 6.9 7.3

% 50.7 53.1 54.5 55.1 55.2 54.9 54.3

C 2,400 2,800 3,220 3,670 4,150 4,670 5,240

110.0 P 465 489 514 541 569 600 634
A 4.9 5.0 5.2 53 55 5.7 5.8

(136) ™ 45 53 61 69 78 89 100
E 5.2 5.7 6.3 6.8 7.3 7.8 8.3

% 50.4 52.5 53.7 54.2 54.2 53.8 53.0

C 2,650 3,080 3,520 3,990 4,500 5,050 5,670

100.0 P 464 485 506 529 553 580 610
A 4.9 5.0 5.1 53 5.4 55 5.7

M7) m 48 55 63 72 81 92 103
E 5.7 6.3 7.0 7.5 8.1 8.7 9.3

% 49.4 51.2 52.2 52.6 52.5 51.9 50.9

Cc 2,890 3,330 3,800 4,290 4,830 5,420 6,070

90.0 P 468 485 503 522 543 566 592
A 4.9 5.0 5.1 5.2 53 54 55

(100) ™ 50 57 65 74 84 94 106
E 6.2 6.9 7.5 8.2 8.9 9.6 10.2

% 47.0 48.5 49.3 49.5 49.2 48.5 47.3

C 3,100 3,560 4,050 4,570 5,130 5,750 6,440

80.0 P 484 498 512 528 545 564 586
A 4.9 4.9 5.0 5.1 5.1 5.2 53

(84) M 51 59 67 76 85 96 108
E 6.4 7.2 7.9 8.6 9.4 10.2 11.0

% 42.5 43.7 443 44.4 44.0 431 41.7

C 3,270 3,740 4,250 4,790 5,380 6,030 6,750

70.0 P 517 528 539 551 565 580 599
A 4.8 4.8 4.9 4.9 4.9 5.0 5.1

(70) M 52 60 68 77 86 97 109
E 6.3 71 7.9 8.7 9.5 10.4 1.3

% 36.1 37.0 37.4 37.4 36.8 35.8 34.3

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 115 V
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Autogenerated Compressor Performance
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