Rating Conditions

65 °F Return Gas
0 F Subcooling

95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

MEDIUM KAGA-007A-TAC

TEMPERATURE
COPELAMETIC® CFC-12

COMPRESSOR
TAC 208/230-3-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-5.0(7) 0.0(9) 5.0(12) 10.0(15) 15.0(18) 20.0(21) 25.0(25)

1400 ¢ 2,140 2,580 2,980 3,370 3,790 4,290 4,920
(206) P 593 640 693 749 807 865 920
A 2.8 29 3.0 3.1 3.2 3.3 3.5

M 47 57 66 74 84 95 110

E 3.6 4.0 4.3 4.5 4.7 5.0 53

% 49.9 52.7 53.0 52.3 51.6 51.3 51.8

C 2,350 2,860 3,340 3,800 4,310 4,900 5,600

130.0 P 594 636 682 731 781 830 875
A 2.8 29 29 3.0 3.1 3.3 3.4

(181) ™ 49 60 69 79 90 103 118
E 3.9 4.5 4.9 5.2 55 5.9 6.4

% 48.7 52.4 53.6 53.7 53.5 53.6 54.4

C 2,580 3,160 3,690 4,220 4,790 5,440 6,220

120.0 P 591 627 668 710 753 794 831
A 27 2.8 29 3.0 3.1 3.2 3.3

(157) M 51 62 73 84 95 108 124
E 4.4 5.0 5.5 5.9 6.4 6.9 7.5

% 48.1 52.1 53.7 541 54.2 54.5 55.4

C 2,860 3,480 4,060 4,630 5,250 5,960 6,780

110.0 P 583 616 652 690 726 761 790
A 27 2.8 29 3.0 3.0 3.1 3.2

(136) ™ 54 65 76 88 99 113 129
E 4.9 5.7 6.2 6.7 7.2 7.8 8.6

% 48.0 51.8 53.3 53.7 53.8 54.1 54.9

C 3,200 3,840 4,450 5,060 5,710 6,440 7,300

100.0 P 573 603 636 669 701 730 753
A 27 2.8 2.8 29 3.0 3.0 3.1

M7) m 57 69 80 91 103 117 133
E 5.6 6.4 7.0 7.6 8.1 8.8 9.7

% 48.3 51.4 52.6 52.7 52.6 52.6 53.1

C 3,600 4,260 4,880 5,500 6,170 6,920 7,800

90.0 P 561 589 620 650 678 702 720
A 27 2.8 2.8 29 29 29 3.0

(100) ™ 62 73 84 95 107 120 136
E 6.4 7.2 7.9 8.5 9.1 9.9 10.8

% 48.9 51.0 51.4 51.0 50.4 49.9 50.0

C 4,090 4,740 5,360 5,980 6,650 7,400 8,280

80.0 P 548 576 605 634 659 680 693
A 27 2.7 2.8 2.8 2.8 29 29

(84) M 68 78 89 99 111 123 138
E 7.5 8.2 8.9 9.4 10.1 10.9 12.0

% 495 50.3 49.7 48.5 47.2 46.1 45.5

C 4,680 5,310 5,910 6,510 7,160 7,900 8,770

70.0 P 536 565 594 621 645 663 673
A 27 2.7 2.8 2.8 28 27 27

(70) M 74 85 94 104 115 127 141
E 8.7 9.4 9.9 10.5 1.1 11.9 13.0

% 49.8 49.1 47.2 45.0 42.9 41.0 39.6

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
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