Rating Conditions

65 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

HIGH
TEMPERATURE

KAGA-015A-TAC

COPELAMETIC® HCFC-22

COMPRESSOR

TAC 208/230-3-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

0.0(24) 5.0(28) 10.0(33) 15.0(38) 20.0(43) 25.0(49) 30.0(55) 35.0(62) 45.0(76) 55.0(93)

1400 ¢ 4,330 5,100 5,950 6,870 7,880 8,980 10,200 11,50 14,500 18,000
(337) P 994 1,090 1,180 1,260 1,340 1,420 1,500 1,570 1,690 1,800
A 4.1 4.2 4.4 4.5 4.7 4.8 5.0 5.1 5.4 5.6

M 70 82 96 112 129 147 168 191 243 307

E 4.4 4.7 5.1 5.4 5.9 6.3 > v 8 10.0

% 59.7 60.7 61.5 62.3 63.1 63.7 . 64.8 65.5

C 4,820 5,670 6,590 7,600 8,700 9,890 12,600 15,800 19,500

130.0 P 983 1,070 1,150 1,230 1,300 1,370 1,490 1,590 1,670
A 4.0 4.1 4.3 4.4 4.6 4.9 5.1 53

(297) ™ 73 87 101 117 134 250 314
E 4.9 5.3 5.7 6.2 6.7 9.9 11.6

% 59.6 60.7 61.7 62.5 63.2 64.7 65.0 64.5

C 5,320 6,250 7,260 8,350 13,700 17,100 21,000

120.0 P 966 1,040 1,180 1,400 1,480 1,530
A 3.9 4.0 4.7 4.9 5.0

(260) ™ 77 91 204 257 321
E 5.5 6.0 9.8 11.5 13.7

% 59.5 60.7 64.2 64.1 63.1

C 5,850 6,850 14,800 18,400 22,500

110.0 P 945 1,310 1,360 1,390
A 3.8 4.3 4.3 4.4 4.5 4.6 4.7

(226) ™ 81 145 165 187 210 264 327
E 6.2 \\8/7 9.5 10.4 11.3 13.5 16.2

% 59.2 W 63.0 63.2 63.3 62.7 61.1

[of 6,400 11,200 12,700 14,200 15,900 19,600 23,900

100.0 P 919 1,120 1,160 1,190 1,210 1,230 1,230
A 3.8 41 4.2 4.2 4.3 4.4 4.4

(196) ™ 85 150 170 192 216 270 333
E 7.0 10.0 10.9 12.0 131 15.9 19.5

% 58.6 61.6 61.9 61.9 61.8 60.7 58.1

C 6,97 8,0 9,340 10,700 12,100 13,600 15,200 17,000 20,900 25,400

90.0 P 8 2/\§§\ 1,030 1,060 1,080 1,100 1,100 1,100 1,060
A ( 3. 3 3.9 3.9 4.0 4.0 41 41 4.0

(168) ™ 8 10 19 137 155 176 198 222 276 339
E .8 8.6 9.5 10.4 1.4 12.6 13.9 15.4 19.0 23.9

% 57. \59 59.2 59.7 60.0 60.1 59.9 59.5 57.6 53.8

C 7,570 \\8_@0‘ 10,100 11,500 13,000 14,600 16,300 18,100 22,200 26,900

80.0 P 863 905 939 966 985 996 999 995 961 895
A 3.7 3.7 3.7 3.8 3.8 3.8 3.8 3.8 3.8 3.7

(144) M 93 108 124 142 160 181 203 227 281 345
E 8.8 9.7 10.7 11.9 13.2 14.6 16.3 18.2 23.1 30.0

% 55.9 56.7 57.2 57.5 57.6 574 56.9 56.0 52.9 47.0

C 8,200 9,470 10,800 12,300 13,900 15,500 17,300 19,200 23,500 28,300

70.0 P 835 867 891 906 913 912 902 883 820 722
A 3.7 3.7 3.7 3.7 3.7 3.7 3.6 3.6 3.5 3.3

(121) m 97 112 129 146 165 186 208 232 287 350
E 9.8 10.9 12.2 13.6 15.2 17.0 19.2 21.8 28.6 39.3

% 53.4 54.0 54.3 54.3 54.0 534 52.3 50.8 45.7 35.9

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
: Iaﬂﬂ._ © 2014 Emerson Climate Technologies, Inc. Printed 12/30/2014

Autogenerated Compressor Performance
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