Rating Conditions

65 °F Return Gas
0 F Subcooling

95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

MEDIUM KAKA-010A-TAC

TEMPERATURE
COPELAMETIC® CFC-12

COMPRESSOR
TAC 208/230-3-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-5.0(7) 0.0(9) 5.0(12) 10.0(15) 15.0(18) 20.0(21) 25.0(25)

1400 ¢ 3,200 3,760 4,340 4,950 5,630 6,380 7,230
(206) P 788 845 906 972 1,040 1,120 1,200
A 2.6 2.8 3.0 3.1 3.3 3.5 3.7

M 70 83 96 109 125 142 161

E 4.1 4.4 4.8 5.1 5.4 5.7 6.0

% 56.0 58.1 59.1 59.4 59.2 58.9 58.4

C 3,500 4,090 4,710 5,370 6,090 6,900 7,810

130.0 P 783 836 891 951 1,010 1,080 1,150
A 2.6 2.7 29 3.0 3.2 3.4 3.5

(181) ™ 73 85 98 112 128 145 164
E 4.5 4.9 5.3 5.6 6.0 6.4 6.8

% 55.2 57.0 57.9 58.3 58.2 58.0 57.7

C 3,920 4,550 5,200 5,900 6,670 7,520 8,490

120.0 P 778 827 877 929 982 1,040 1,100
A 2.6 2.7 2.8 29 3.1 3.2 3.4

(157) M 77 90 103 117 132 150 170
E 5.0 5.5 5.9 6.4 6.8 7.2 7.7

% 55.4 56.9 57.6 57.8 57.8 57.6 57.3

C 4,400 5,060 5,750 6,490 7,300 8,210 9,230

110.0 P 773 818 862 906 951 996 1,040
A 25 2.6 27 2.8 3.0 3.1 3.2

(136) ™ 83 95 108 122 138 156 176
E 5.7 6.2 6.7 7.2 7.7 8.2 8.9

% 55.6 56.7 571 57.2 57.2 57.0 56.7

C 4,870 5,570 6,290 7,070 7,930 8,890 9,970

100.0 P 768 808 846 883 918 953 987
A 25 2.6 27 2.8 29 3.0 3.1

M7) m 87 100 113 128 143 161 181
E 6.3 6.9 7.4 8.0 8.6 9.3 10.1

% 54.9 55.6 55.9 55.9 55.8 55.6 55.3

C 5,300 6,020 6,780 7,600 8,510 9,510 10,600

90.0 P 763 798 830 859 885 908 930
A 25 25 2.6 2.7 27 2.8 29

(100) ™ 91 104 117 131 147 165 185
E 6.9 7.5 8.2 8.9 9.6 10.5 1.4

% 52.8 53.2 53.4 53.4 53.2 53.1 52.8

C 5,600 6,350 7,150 8,010 8,960 10,000 11,200

80.0 P 757 787 812 833 849 862 870
A 25 25 25 2.6 26 27 28

(84) M 92 105 118 133 149 167 187
E 7.4 8.1 8.8 9.6 10.6 11.6 12.9

% 49.0 49.3 494 49.4 49.3 49.2 48.9

C 5,740 6,520 7,350 8,250 9,250 10,400 11,600

70.0 P 750 775 794 806 812 813 809
A 24 24 24 24 25 25 26

(70) M 91 104 117 132 148 166 186
E 7.6 8.4 9.3 10.2 1.4 12.7 14.3

% 43.7 43.9 44.0 44.0 44.0 43.8 43.5

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
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