Rating Conditions

65 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

EXTRA LOW
TEMPERATURE

HFCs Require Use of Polyol Ester
Lubricant Approved on Form 93-11

Note: CPR Valve Required

-40.0 (4) -35.0(7) -30.0(10) |-25.0(13) |-20.0(16)

1300 ¢ 1,780 2,330 2,920 3,600 4,400
(354) P 908 1,030 1,160 1,300 1,450
A 4.4 4.9 54 6.1 6.7

M 39 51 64 79 97

E 2.0 23 25 2.8 3.0

% 42.7 46.8 494 51.5 53.6

C 2,300 2,910 3,570 4,330 5,230

120.0 P 959 1,070 1,200 1,330 1,470
A 4.6 5.1 5.6 6.2 6.8

(310) ™ 46 58 71 87 105
E 24 2.7 3.0 3.3 3.6

% 455 48.7 50.9 52.6 54.4

C 2,880 3,550 4,280 5,120 6,120

110.0 P 996 1,100 1,220 1,340 1,460
A 4.8 5.2 5.7 6.3 6.8

(270) m 53 65 79 95 113
E 29 3.2 3.5 3.8 4.2

% 48.2 50.7 52.4 53.9 55.4

C 3,180 3,880 4,650 5,530 6,570

105.0 P 1,010 1,110 1,220 1,340 1,460
A 4.8 53 5.7 6.3 6.8

(252) ™ 56 69 83 98 117
E 3.1 3.5 3.8 41 4.5

% 49.3 51.6 53.1 54.5 55.9

C 3,480 4,210 5,020 5,950 7,040

100.0 P 1,020 1,120 1,220 1,330 1,450
A 4.9 53 5.8 6.2 6.8

(235) ™ 59 72 86 102 121
E 3.4 3.8 4.1 4.5 4.9

% 50.3 52.3 53.7 55.0 56.3

C 4,080 4,880 5,760 6,770 7,960

90.0 P 1,030 1,120 1,220 1,310 1,420
A 4.9 53 5.7 6.2 6.7

(202) ™ 65 78 93 109 129
E 4.0 4.3 4.7 5.2 5.6

% 51.6 53.3 54.6 55.7 56.9

C 4,650 5,510 6,470 7,570 8,870

80.0 P 1,030 1,110 1,200 1,280 1,370
A 5.0 53 5.7 6.1 6.5

(173) M 70 83 98 115 135
E 4.5 5.0 5.4 5.9 6.5

% 52.0 53.5 54.7 55.8 56.9

C 5,160 6,090 7,130 8,320 9,710

70.0 P 1,020 1,090 1,170 1,240 1,320
A 4.9 5.2 5.6 5.9 6.3

(147) m 74 87 102 120 140
E 5.1 5.6 6.1 6.7 7.4

% 51.4 52.9 54.2 55.2 56.3

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
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