Rating Conditions

65 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

LOW
TEMPERATURE

KAMB-007E-CAA

COPELAMETIC® HFC-404A

HFCs Require Use of Polyol Ester
Lubricant Approved on Form 93-11

COMPRESSOR
CAA 115-1-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-40.0 (4) -35.0(7) -30.0(10) |-25.0(13) |-20.0(16) |-15.0(20) |-10.0(24) -5.0(28) 0.0(33)

1300 ¢ 578 829 1,160 1,560 2,010 2,510 3,040 3,600 4,170
(354) P 480 542 609 681 756 835 915 996 1,080
A 6.2 6.6 71 7.7 8.3 8.9 9.6 10.2 10.9

M 13 18 25 34 44 56 68 81 94

E 1.2 1.5 1.9 23 2.7 3.0 3.3 3.6 3.9

% 26.3 31.7 374 42.7 47.0 50.4 52.7 54.1 54.7

C 1,170 1,410 1,740 2,150 2,630 3,150 3,720 4,320 4,940

120.0 P 535 590 650 714 782 852 923 994 1,060
A 6.6 7.0 7.4 7.9 8.5 9.0 9.6 10.2 10.8

(310) ™ 23 28 35 43 53 64 75 88 101
E 2.2 2.4 2.7 3.0 3.4 3.7 4.0 4.3 4.6

% 414 43.1 458 48.6 51.3 534 54.8 55.7 55.9

C 1,580 1,830 2,180 2,610 3,110 3,670 4,280 4,940 5,610

110.0 P 568 617 671 728 788 850 913 975 1,040
A 6.8 71 7.6 8.0 8.5 9.0 9.5 10.1 10.6

(270) m 29 34 40 48 58 68 80 92 106
E 2.8 3.0 3.2 3.6 3.9 4.3 4.7 5.1 5.4

% 46.5 46.8 48.4 50.4 52.3 54.0 55.2 55.9 56.1

C 1,750 2,000 2,360 2,800 3,320 3,910 4,550 5,230 5,940

105.0 P 578 624 675 730 786 845 903 961 1,020
A 6.9 7.2 7.6 8.0 8.5 9.0 9.5 10.0 10.5

(252) ™ 31 35 42 50 59 70 82 94 108
E 3.0 3.2 3.5 3.8 4.2 4.6 5.0 5.4 5.8

% 47.4 475 48.8 50.6 524 53.9 55.1 55.8 56.0

C 1,900 2,160 2,530 2,990 3,530 4,140 4,810 5,520 6,270

100.0 P 585 629 677 728 782 836 891 945 997
A 6.9 7.2 7.6 8.0 8.5 8.9 9.4 9.8 10.3

(235) ™ 32 37 43 51 61 72 83 96 110
E 3.3 3.4 3.7 41 4.5 5.0 5.4 5.8 6.3

% 47.9 47.8 49.0 50.6 52.3 53.8 55.0 55.7 55.9

C 2,200 2,490 2,890 3,390 3,980 4,640 5,370 6,160 6,980

90.0 P 592 631 675 720 768 816 864 910 953
A 7.0 7.3 7.6 8.0 8.4 8.8 9.2 9.6 9.9

(202) ™ 35 40 46 55 64 75 87 100 114
E 3.7 3.9 4.3 4.7 5.2 5.7 6.2 6.8 7.3

% 48.4 48.3 49.3 50.8 524 53.8 54.9 55.6 55.9

C 2,560 2,880 3,320 3,870 4,510 5,250 6,050 6,920 7,830

80.0 P 595 630 669 710 752 794 836 875 911
A 7.0 7.3 7.6 7.9 8.2 8.6 8.9 9.3 9.6

(173) M 39 44 50 59 69 80 93 106 121
E 4.3 4.6 5.0 5.4 6.0 6.6 7.2 7.9 8.6

% 49.6 494 50.2 51.5 52.9 54.2 55.1 55.7 55.9

C 3,050 3,410 3,910 4,510 5,230 6,030 6,920 7,880 8,890

70.0 P 599 632 667 704 741 778 813 846 875
A 7.0 7.3 7.6 7.8 8.1 8.4 8.7 9.0 9.2

(147) m 44 49 56 65 75 87 100 115 130
E 5.1 5.4 5.9 6.4 71 7.8 8.5 9.3 10.2

% 51.8 51.4 51.9 52.8 53.9 54.8 55.5 55.7 55.6

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 115 V
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