Rating Conditions

65 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

LOW
TEMPERATURE

KANB-005E-IAA

COPELAMETIC® HFC-404A

HFCs Require Use of Polyol Ester
Lubricant Approved on Form 93-11

COMPRESSOR
IAA 115-1-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-40.0 (4) -35.0(7) -30.0(10) |-25.0(13) |-20.0(16) |-15.0(20) |-10.0(24) -5.0(28) 0.0(33)

1300 ¢ 24 232 463 716 992 1,290 1,610 1,950 2,310
(354) P 188 259 329 398 466 533 598 662 723
A 4.5 5.1 5.7 6.4 71 7.9 8.6 9.3 10.0

M 1 5 10 16 22 29 36 44 52

E 0.1 0.9 1.4 1.8 21 2.4 2.7 2.9 3.2

% 2.8 18.6 27.7 33.6 37.6 40.5 42.6 441 45.2

C 347 560 803 1,080 1,380 1,710 2,070 2,460 2,870

120.0 P 274 335 396 456 515 572 628 682 734
A 5.1 5.7 6.3 6.9 7.5 8.2 8.9 9.5 10.2

(310) ™ 7 11 16 22 28 34 42 50 59
E 1.3 1.7 2.0 24 2.7 3.0 3.3 3.6 3.9

% 241 30.1 34.6 38.1 40.9 43.0 44.8 46.1 471

C 602 825 1,090 1,380 1,720 2,080 2,490 2,930 3,400

110.0 P 335 388 441 493 544 594 642 688 733
A 5.5 6.1 6.6 7.2 7.8 8.4 9.0 9.6 10.2

(270) m 11 15 20 26 32 39 46 55 64
E 1.8 21 25 2.8 3.2 3.5 3.9 4.3 4.6

% 30.0 33.5 36.7 39.5 41.8 43.9 45.6 46.9 48.0

C 714 945 1,220 1,530 1,880 2,270 2,700 3,160 3,670

105.0 P 357 407 456 505 553 599 644 687 728
A 5.7 6.2 6.7 7.3 7.8 8.4 9.0 9.5 10.1

(252) ™ 13 17 22 27 34 41 48 57 66
E 2.0 23 2.7 3.0 3.4 3.8 4.2 4.6 5.0

% 31.4 34.4 37.2 39.8 421 441 45.8 47.2 48.3

C 823 1,060 1,340 1,670 2,040 2,450 2,910 3,400 3,940

100.0 P 374 421 467 513 558 601 643 684 722
A 5.9 6.3 6.8 7.3 7.9 8.4 8.9 9.5 10.0

(235) ™ 14 18 23 29 35 42 50 59 69
E 2.2 2.5 29 3.3 3.7 41 4.5 5.0 5.5

% 32.4 35.0 37.6 40.1 42.3 44.3 46.0 47.4 48.5

C 1,050 1,310 1,610 1,970 2,380 2,840 3,350 3,910 4,520

90.0 P 394 437 479 520 560 598 636 671 705
A 6.1 6.5 6.9 7.4 7.9 8.4 8.8 9.3 9.8

(202) ™ 17 21 26 32 39 46 55 64 74
E 2.7 3.0 3.4 3.8 4.3 4.8 53 5.8 6.4

% 34.6 36.6 38.8 41.0 431 45.0 46.6 47.9 48.9

C 1,310 1,590 1,930 2,330 2,790 3,300 3,870 4,490 5,170

80.0 P 401 440 478 516 553 588 622 655 685
A 6.4 6.7 71 7.5 7.9 8.3 8.7 9.1 9.5

(173) M 20 24 29 35 42 50 59 69 80
E 3.3 3.6 4.0 4.5 5.0 5.6 6.2 6.9 7.6

% 37.6 39.1 40.9 42.7 44.4 46.0 47.3 48.3 49.0

C 1,640 1,950 2,330 2,770 3,280 3,850 4,480 5,180 5,940

70.0 P 396 433 470 506 541 575 607 638 666
A 6.6 6.9 7.2 7.6 7.9 8.3 8.6 9.0 9.3

(147) m 23 28 34 40 47 56 65 75 87
E 4.1 4.5 5.0 5.5 6.1 6.7 7.4 8.1 8.9

% 42.2 429 44.0 45.2 46.4 47.4 481 48.6 48.8

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 115 V
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Autogenerated Compressor Performance
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