Rating Conditions Low LACA-031A-TAC

TEMPERATURE
65 °F Return Gas COPELAMETIC® HCFC-502
0 F Subcooling COMPRESSOR
95 °F Ambient Air Over TAC 208/230-3-60

60 Hz Operation

Condensing Temperature °F

(Sat. Dew Pt. Pressure, psig) Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-40.0(4) |-35.0(6) |-30.09) |-25.0012) |-20.0(15) |[-15.0(18) |-10.0(22) | -5.0(26)

130.0 ¢ 5,450 6,720 8,270 9,960 11,600 13,100 14,300 14,900
319) P 2,100 2,470 2,850 3,220 3,550 3,820 3,990 4,060
A 7.9 8.7 9.3 10.0 10.7 11.8 13.3 15.4

M 127 156 193 233 273 308 336 353

E 2.6 27 2.9 3.1 3.3 3.4 3.6 37

% 52.7 52.4 53.1 53.6 53.8 53.4 525 51.1

c 6,810 8,070 9,650 11,400 13,200 14,800 16,100 17,000

1200 P 2,310 2,600 2,900 3,210 3,490 3,720 3,880 3,940
A 7.7 85 9.2 9.8 10.6 1.6 13.1 15.2

(281) ™ 147 174 209 248 287 323 353 373
E 2.9 3.1 3.3 3.6 3.8 40 42 43

% 53.0 53.0 53.7 54.3 54.5 54.2 53.4 52.2

c 8,080 9,350 11,000 12,800 14,700 16,500 18,000 19,200

1100 P 2,430 2,650 2,900 3,170 3,430 3,650 3,820 3,900
A 7.7 85 9.1 9.6 10.3 1.2 12.6 14.6

(246) M 163 189 223 261 300 337 369 394
E 33 35 38 4.0 43 45 47 49

% 53.3 53.6 54.2 54.7 54.7 54.2 53.3 52.0

c 8,670 9,960 11,600 13,500 15,500 17,400 19,000 20,300
1050 P 2,460 2,650 2,890 3,150 3,410 3,640 3,810 3,910
A 78 8.6 9.1 9.6 10.2 11.0 12.3 14.2

(230) ™ 170 195 229 267 306 344 378 404
E 35 38 4.0 43 46 48 5.0 5.2

% 53.4 53.7 54.3 54.6 54.4 53.8 52.7 51.3

c 9,230 10,500 12,300 14,200 16,300 18,300 20,000 21,400
1000 P 2,470 2,640 2,870 3,130 3,390 3,630 3,830 3,950
A 8.0 8.7 9.1 95 10.0 10.8 11.9 13.7

(214) ™ 176 201 234 272 312 351 386 414
E 37 4.0 43 45 48 5.0 5.2 5.4

% 53.4 53.7 54.2 54.3 53.9 53.0 51.6 50.0

c 10,200 11,600 13,400 15,500 17,800 20,000 22,000 23,700

900 P 2,450 2,610 2,840 3,110 3,400 3,680 3,930 4,130
A 8.6 9.0 9.2 9.4 9.6 10.1 11.0 125

(185) M 184 209 243 281 322 363 401 433
E 42 44 47 5.0 5.2 5.4 5.6 5.7

% 53.1 53.2 53.2 52.7 51.7 50.1 48.2 46.0

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)

Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
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