Rating Conditions EXTRA LOW LACA-032E-TAC

TEMPERATURE
65 °F Return Gas COPELAMETIC® HFC-404A
0 F Subcooling HFCs Require Use of Polyol Ester COMPRESSOR
95 °F Ambient Air Over Lubricant Approved on Form 93-11 TAC 208/230-3-60

60 Hz Operation Note: CPR Valve Required

Condensing Temperature °F

(Sat. Dew Pt. Pressure, psig) Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

40.0(4) |-35.0(7) |-30.0(10) |-25.0(13) |-20.0(16)

130.0 ¢ 4,780 6,010 7,560 9,450 11,700
354) P 2,000 2,260 2,570 2,910 3,280
A 8.9 9.3 9.8 10.5 1.3

M 104 131 166 208 259

E 2.4 27 2.9 3.2 3.6

% 52.1 55.0 57.8 60.5 63.2

c 6,130 7,630 9,400 11,500 13,800

1200 P 2,100 2,370 2,680 3,000 3,340
A 9.0 9.4 10.0 10.7 1.4

(310) ™ 122 152 188 229 278
E 2.9 3.2 35 3.8 41

% 55.4 57.9 59.9 61.6 63.3

c 7,480 9,270 11,300 13,500 16,100

1100 P 2,180 2,450 2,750 3,060 3,360
A 9.1 9.6 10.1 10.8 1.4

(270) ™ 137 170 208 250 298
E 3.4 3.8 4.1 44 48

% 57.3 59.7 61.2 62.3 63.4

c 8,130 10,100 12,200 14,600 17,200

1050 P 2,200 2,480 2,770 3,070 3,360
A 9.1 9.6 10.2 10.8 1.4

(252) ™ 144 179 217 260 308
E 37 4.1 44 48 5.1

% 57.9 60.3 61.7 62.6 63.5

c 8,780 10,900 13,200 15,700 18,400

1000 P 2,220 2,500 2,790 3,080 3,360
A 9.1 9.6 10.2 10.8 1.4

(235) M 150 186 226 270 317
E 4.0 44 47 5.1 5.5

% 58.2 60.7 62.0 62.8 63.5

c 10,000 12,500 15,100 17,800 20,800

900 P 2,230 2,510 2,790 3,060 3,310
A 9.2 9.7 10.2 10.8 1.3

(202) ™ 160 201 243 288 336
E 45 5.0 5.4 5.8 6.3

% 58.5 61.0 62.2 62.9 63.5

c 11,200 14,000 17,000 20,000 23,200

800 P 2,210 2,490 2,760 3,010 3,220
A 9.1 9.6 10.1 10.6 1.1

(173) ™ 169 212 257 304 353
E 5.1 5.6 6.1 6.6 7.2

% 58.2 60.9 62.1 62.8 63.3

c 12,200 15,500 18,800 22,100 25,600

700 P 2,160 2,440 2,700 2,920 3,100
A 9.0 95 10.0 10.4 10.8

(147) ™ 175 222 270 319 369
E 5.7 6.4 7.0 7.6 8.2

% 57.5 60.4 61.7 62.4 63.0

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)

Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
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