Rating Conditions

65 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

Lubricant Approved on Form 93-11

Low LAHA-032E-TAC
TEMPERATURE
COPELAMETIC® HFC-507
HFCs Require Use of Polyol Ester COMPRESSOR

TAC 208/230-3-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-40.0 (5) -35.0(8) -30.0(11) |-25.0(14) |-20.0(18) |-15.0(21) |-10.0(25) -5.0(30) 0.0(35)

1300 ¢ 1,860 3,100 4,560 6,250 8,150 10,300 12,600 15,100 17,800
(363) P 1,380 1,630 1,900 2,200 2,530 2,860 3,210 3,560 3,920
A 8.5 8.6 8.9 9.3 9.8 10.4 1.1 11.8 12.5

M 42 70 104 143 187 237 292 352 418

E 1.4 1.9 24 2.8 3.2 3.6 3.9 4.2 4.6

% 29.8 39.9 47.7 53.4 57.7 60.7 62.9 64.3 65.3

C 3,650 5,040 6,670 8,530 10,600 12,900 15,400 18,200 21,100

120.0 P 1,580 1,820 2,080 2,370 2,660 2,970 3,290 3,600 3,910
A 8.5 8.7 9.1 9.5 10.0 10.5 11.2 11.8 12.5

(319) ™ 75 104 138 177 221 270 324 383 447
E 2.3 2.8 3.2 3.6 4.0 4.3 4.7 5.0 5.4

% 441 50.3 55.0 58.6 61.2 63.1 64.4 65.2 65.7

C 5,150 6,720 8,530 10,600 12,900 15,400 18,100 21,100 24,300

110.0 P 1,720 1,950 2,200 2,460 2,740 3,020 3,300 3,580 3,850
A 8.6 8.8 9.1 9.6 10.1 10.6 11.2 11.8 12.4

(279) m 98 128 162 202 246 295 349 408 472
E 3.0 3.5 3.9 4.3 4.7 5.1 5.5 5.9 6.3

% 50.3 54.7 58.2 60.8 62.6 64.0 64.8 65.3 65.6

C 5,830 7,500 9,410 11,600 14,000 16,600 19,400 22,500 25,800

105.0 P 1,760 1,990 2,230 2,490 2,760 3,030 3,290 3,550 3,800
A 8.6 8.8 9.2 9.6 10.1 10.6 11.2 1.7 12.3

(260) ™ 106 137 172 212 257 306 361 419 483
E 3.3 3.8 4.2 4.6 5.1 5.5 5.9 6.3 6.8

% 52.0 56.0 59.0 61.3 63.0 64.1 64.8 65.2 65.4

C 6,480 8,240 10,300 12,500 15,000 17,800 20,700 23,900 27,400

100.0 P 1,790 2,020 2,260 2,510 2,770 3,020 3,280 3,520 3,750
A 8.5 8.8 9.2 9.6 10.1 10.6 1.1 1.7 12.2

(242) m 114 145 181 222 267 317 371 430 494
E 3.6 41 4.5 5.0 5.4 5.9 6.3 6.8 7.3

% 53.2 56.8 59.6 61.7 63.1 64.1 64.7 65.1 65.2

[of 7,730 9,710 12,000 14,400 17,200 20,200 23,400 26,900 30,600

90.0 P 1,830 2,050 2,280 2,520 2,760 2,990 3,210 3,430 3,620
A 8.5 8.8 9.2 9.6 10.1 10.5 11.0 11.5 11.9

(209) ™ 127 160 198 240 286 337 392 452 515
E 4.2 4.7 5.2 5.7 6.2 6.8 7.3 7.8 8.5

% 55.0 58.1 60.4 62.0 63.2 63.9 64.4 64.6 64.6

[of 9,020 11,200 13,700 16,500 19,500 22,700 26,200 30,000 34,000

80.0 P 1,840 2,050 2,280 2,500 2,720 2,940 3,130 3,310 3,470
A 8.5 8.8 9.2 9.6 10.0 10.4 10.8 1.2 11.5

179) m 140 175 214 257 305 357 414 474 540
E 4.9 5.5 6.0 6.6 71 7.7 8.4 9.1 9.8

% 56.5 59.0 60.9 62.2 63.0 63.5 63.7 63.8 63.7

C 10,400 12,900 15,700 18,700 22,000 25,500 29,300 33,400 37,700

70.0 P 1,830 2,040 2,260 2,480 2,680 2,870 3,050 3,200 3,320
A 8.4 8.7 9.1 9.5 9.9 10.3 10.6 10.9 111

(153) ™ 154 190 231 276 326 380 437 500 565
E 5.7 6.3 6.9 7.5 8.2 8.9 9.6 10.4 1.4

% 58.0 60.0 61.3 62.1 62.5 62.7 62.7 62.5 62.1

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
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Autogenerated Compressor Performance
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