Rating Conditions

65 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

LOW
TEMPERATURE

2DB3F25KE-TFC

COPELAMETIC® HCFC-502
DISCUS® COMPRESSOR
TFC 208/230-3-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-40.0 (4) -35.0(6) -30.0(9) -25.0(12) |-20.0(15) |-15.0(18) |-10.0(22) -5.0(26) 0.0(30)

1300 ¢ 11,200 13,700 16,300 19,000 22,000 25,100 28,500 32,300 36,300
(319) P 3,570 3,970 4,360 4,740 5,100 5,500 5,850 6,250 6,600
A 14.5 15.3 16.1 16.9 17.7 18.5 19.4 20.2 20.9

M 260 318 380 445 515 590 675 765 865

E 3.1 34 3.7 4.0 4.3 4.6 4.9 5.2 5.5

% 63.5 66.4 68.3 69.6 70.5 711 71.6 72.0 72.3

[of 13,100 15,700 18,400 21,300 24,500 27,900 31,700 35,800 40,300

120.0 P 3,620 3,980 4,330 4,680 5,050 5,350 5,700 6,050 6,350
A 14.6 15.3 16.0 16.7 17.5 18.2 19.0 19.7 20.4

(281) ™ 284 339 399 463 535 610 695 785 890
E 3.6 3.9 4.3 4.6 4.9 5.2 5.6 5.9 6.3

% 65.4 67.3 68.6 69.6 704 71.0 715 71.8 721

C 15,000 17,600 20,400 23,500 26,900 30,600 34,700 39,300 44,200

110.0 P 3,620 3,940 4,260 4,580 4,890 5,200 5,500 5,800 6,100
A 14.6 15.2 15.9 16.5 17.2 17.8 18.5 19.2 19.8

(246) ™ 302 356 414 478 550 625 710 805 910
E 41 4.5 4.8 5.1 5.5 5.9 6.3 6.8 7.2

% 66.2 67.5 68.6 69.4 70.1 70.7 71.2 71.6 71.8

[of 16,700 19,400 22,400 25,700 29,300 33,300 37,800 42,800 48,200

100.0 P 3,580 3,870 4,160 4,440 4,720 4,990 5,250 5,550 5,800
A 14.5 15.0 15.6 16.2 16.8 17.4 18.0 18.6 19.1

(214) m 317 369 427 491 560 640 730 825 935
E 4.7 5.0 5.4 5.8 6.2 6.7 7.2 7.7 8.3

% 66.4 67.4 68.3 69.1 69.8 704 70.9 71.2 714

[of 18,300 21,100 24,200 27,800 31,700 36,100 40,900 46,300 52,000

90.0 P 3,510 3,760 4,020 4,270 4,510 4,760 5,000 5,250 5,500
A 14.3 14.8 15.3 15.8 16.4 16.9 17.4 17.9 18.4

(185) M 329 380 438 500 575 655 745 845 955
E 5.2 5.6 6.0 6.5 7.0 7.6 8.2 8.8 9.5

% 66.3 67.1 67.9 68.7 69.4 70.0 704 70.7 70.8

C 19,800 22,800 26,100 29,900 34,100 38,800 44,100 49,900 56,500

80.0 P 3,410 3,630 3,850 4,070 4,290 4,500 4,720 4,940 5,150
A 141 14.6 15.0 15.4 15.9 16.4 16.8 17.3 17.7

(159) ™ 339 390 448 515 585 670 765 865 980
E 5.8 6.3 6.8 7.3 8.0 8.6 9.3 10.1 10.9

% 66.0 66.7 67.5 68.2 68.9 69.5 69.9 70.0 69.8

[of 21,400 24,500 28,000 32,000 36,600 41,700 47,400 53,500 60,500

70.0 P 3,280 3,470 3,660 3,850 4,040 4,230 4,410 4,610 4,800
A 13.9 14.3 14.6 15.0 15.4 15.8 16.2 16.6 16.9

(136) ™ 349 400 459 525 600 685 780 890 1,010
E 6.5 71 7.7 8.3 9.1 9.9 10.7 1.7 12.6

% 65.5 66.2 67.0 67.8 68.4 68.9 69.0 68.9 68.3

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
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