Rating Conditions

65 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

LOW
TEMPERATURE

Refer to AE 4-1287

Use only with Demand Cooling®

3DF3F40KE-TFC

COPELAMETIC® HCFC-22
DISCUS® COMPRESSOR
TFC 208/230-3-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-40.0(1) -35.0(3) -30.0(5) -25.0(7) -20.0(10) |-15.0(13) |-10.0(17) -5.0(20) 0.0(24)

1300 ¢ 13,100 16,300 20,300 25,000 30,400 36,500 43,300 50,500 59,000
(297) P 5,650 6,150 6,700 7,250 7,900 8,500 9,150 9,800 10,400
A 20.4 215 22.6 23.9 253 26.8 28.3 29.8 314

M 196 245 305 376 458 550 655 770 895

E 23 2.7 3.0 34 3.9 4.3 4.7 5.2 5.7

% 44.2 48.2 52.2 55.9 59.3 62.3 64.8 67.0 68.9

C 15,600 19,300 23,700 28,800 34,500 40,900 48,000 55,500 64,000

120.0 P 5,550 6,000 6,500 7,050 7,650 8,200 8,800 9,400 9,950
A 20.1 211 222 234 24.7 26.0 274 28.8 30.2

(260) ™ 223 276 339 412 495 590 690 805 925
E 2.8 3.2 3.6 4.1 4.5 5.0 5.5 5.9 6.4

% 48.9 52.7 56.4 59.6 62.4 64.8 66.7 68.4 69.7

[of 18,200 22,300 27,100 32,500 38,600 45,400 52,500 60,500 69,000

110.0 P 5,400 5,850 6,350 6,850 7,400 7,950 8,450 9,000 9,450
A 19.8 20.8 21.8 229 241 253 26.6 27.8 29.0

(226) ™ 248 305 370 445 530 625 725 835 955
E 3.4 3.8 4.3 4.7 5.2 5.7 6.2 6.8 7.3

% 52.9 56.5 59.7 62.5 64.7 66.5 68.0 69.1 70.0

C 19,500 23,800 28,800 34,400 40,700 47,500 55,000 63,000 71,500

105.0 P 5,350 5,750 6,250 6,750 7,250 7,800 8,300 8,750 9,200
A 19.7 20.6 21.6 22.7 23.8 25.0 26.2 27.3 285

211) m 260 318 385 461 545 640 740 850 970
E 3.7 41 4.6 5.1 5.6 6.1 6.6 7.2 7.8

% 54.6 58.1 61.1 63.6 65.6 67.1 68.3 69.2 69.9

C 20,800 25,300 30,500 36,200 42,600 49,700 57,500 65,500 74,000

100.0 P 5,250 5,700 6,150 6,650 7,100 7,600 8,100 8,550 8,950
A 19.6 20.4 214 225 235 24.6 25.7 26.8 27.9

(196) ™ 272 331 399 475 560 655 755 865 985
E 4.0 4.5 5.0 5.5 6.0 6.5 71 7.6 8.3

% 56.1 59.4 62.2 64.5 66.2 67.5 68.5 69.2 69.7

C 23,200 28,100 33,600 39,700 46,400 53,500 61,500 70,000 79,000

90.0 P 5,050 5,500 5,900 6,350 6,800 7,250 7,700 8,100 8,450
A 19.2 20.0 20.9 21.9 229 23.9 24.8 258 26.6

(168) ™ 291 353 423 500 585 680 780 890 1,000
E 4.6 5.1 5.7 6.2 6.8 7.4 8.0 8.6 9.3

% 58.5 61.6 64.0 65.8 67.1 67.9 68.4 68.7 68.8

C 25,300 30,500 36,400 42,800 49,900 57,500 65,500 74,000 83,000

80.0 P 4,820 5,200 5,600 6,050 6,450 6,850 7,250 7,600 7,850
A 18.7 19.5 20.3 21.2 221 229 23.8 245 252

(144) M 305 369 441 520 605 700 800 905 1,020
E 5.2 5.9 6.5 71 7.7 8.4 9.0 9.8 10.6

% 60.2 63.1 65.1 66.5 67.3 67.7 67.8 67.7 67.5

C 26,900 32,500 38,800 45,500 53,000 60,500 69,000 77,500 87,000

70.0 P 4,490 4,860 5,250 5,650 6,000 6,350 6,700 6,950 7,200
A 18.0 18.7 19.5 20.3 21.0 21.8 225 231 23.6

(121) m 314 380 453 535 620 710 810 915 1,030
E 6.0 6.7 74 8.1 8.8 9.5 10.3 1.1 12.1

% 61.6 64.2 65.9 66.9 67.3 67.2 66.9 66.4 65.8

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
Eﬂpﬂfaﬂﬂ" © 2014 Emerson Climate Technologies, Inc. Printed 12/29/2014
s presain Autogenerated Compressor Performance 13-1234

&
EMERSON



