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 140.0 C

%

E

M
A

P

-5.0 (20)

8,500

45.2

3.1

136
10.6

2,730

 0.0 (24)

10,500

46.9

3.4

169
11.6

3,070

 5.0 (28)

12,700

48.6

3.8

205
12.7

3,380

 10.0 (33)

15,100

50.4

4.1

245
13.8

3,660

 15.0 (38)

17,800

51.9

4.5

289
14.8

3,930

 20.0 (43)

20,700

53.2

4.9

338
15.8

4,190

 25.0 (49)

23,800

54.1

5.4

390
16.7

4,440

(297)

 130.0 

C

%

E

M
A

P

10,500

50.3

3.9

159
10.4

2,700

12,600

51.0

4.2

192
11.4

3,020

15,000

52.0

4.5

229
12.3

3,300

17,500

53.0

4.9

269
13.3

3,560

20,300

53.9

5.3

312
14.2

3,800

23,300

54.6

5.8

360
15.1

4,030

26,500

55.0

6.2

411
15.8

4,250

(260)

 120.0 

C

%

E

M
A

P

12,300

53.5

4.6

178
10.3

2,660

14,600

53.7

5.0

212
11.1

2,950

17,100

54.1

5.3

249
12.0

3,200

19,800

54.7

5.8

289
12.8

3,430

22,700

55.2

6.2

332
13.6

3,640

25,800

55.5

6.7

378
14.3

3,830

29,000

55.5

7.2

428
14.9

4,020

(226)

 110.0 

C

%

E

M
A

P

14,100

55.2

5.4

194
10.2

2,610

16,500

55.2

5.8

228
10.9

2,870

19,200

55.4

6.2

266
11.6

3,090

22,000

55.7

6.7

306
12.2

3,280

25,000

55.9

7.2

349
12.9

3,450

28,200

56.0

7.8

395
13.4

3,610

31,500

55.8

8.4

444
13.9

3,750

(196)

 100.0 

C

%

E

M
A

P

15,700

55.7

6.2

207
10.2

2,550

18,300

55.7

6.6

243
10.7

2,770

21,100

55.8

7.1

280
11.2

2,960

24,100

56.1

7.7

321
11.7

3,110

27,200

56.2

8.4

364
12.1

3,240

30,500

56.2

9.1

409
12.6

3,350

34,000

55.8

9.8

458
12.9

3,450

(168)

 90.0 

C

%

E

M
A

P

17,200

55.2

6.9

219
10.1

2,480

20,000

55.3

7.5

255
10.4

2,670

23,000

55.6

8.2

293
10.8

2,820

26,100

55.9

8.9

334
11.1

2,930

29,400

56.1

9.8

377
11.4

3,010

32,800

56.0

10.7

423
11.6

3,070

36,400

55.6

11.7

470
11.8

3,120

(144)

 80.0 

C

%

E

M
A

P

18,700

53.7

7.8

229
10.0

2,410

21,700

54.1

8.5

266
10.2

2,560

24,900

54.6

9.3

305
10.3

2,660

28,100

55.1

10.3

346
10.5

2,730

31,500

55.4

11.4

390
10.6

2,760

35,100

55.5

12.7

435
10.6

2,770

38,800

55.1

14.0

483
10.6

2,760

(121)

 70.0 

C

%

E

M
A

P

20,200

51.3

8.6

238
9.9

2,340

23,400

52.1

9.6

276
9.9

2,440

26,700

52.8

10.7

316
9.8

2,490

30,100

53.6

12.0

358
9.8

2,510

33,700

54.1

13.5

401
9.7

2,490

37,400

54.4

15.3

447
9.5

2,450

41,200

54.3

17.3

494
9.3

2,380
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Autogenerated Compressor Performance

Nominal Performance Values (±5%) based on 72 hours run-in.  Subject to change without notice.  Current @ 230 V

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (lb/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
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