Rating Conditions

40 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

LOW
TEMPERATURE

HFCs Require Use of Polyol Ester
Lubricant Approved on Form 93-11

RFT29C1E-CAA

COPELAWELD® HFC-404A
COMPRESSOR
CAA 115-1-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-30.0(10) |-25.0(13) |-20.0(16) |-15.0(20) |-10.0(24) -5.0(28) 0.0(33) 5.0(38) 10.0(43)

1400 ¢ 1,735 2,050 2,370 2,710 3,050 3,390
(402) P 800 883 964 1,045 1,125 1,200
A 7.8 8.5 9.2 9.9 10.6 11.3

M 49.5 58.9 68.8 79 90 101

E 22 23 2.5 2.6 2.7 2.8

% 46.2 46.9 471 47.0 46.5 45.7

C 1,820 2,170 2,530 2,910 3,300 3,700 4,110

130.0 P 725 801 875 948 1,020 1,090 1,160
A 7.2 7.8 8.4 9.0 9.7 10.3 10.9

(354) M 454 54.4 63.9 73.9 84.5 955 107
E 25 2.7 29 3.1 3.3 3.4 3.6

% 471 48.1 48.6 48.7 48.5 47.9 47.0

C 1,490 1,835 2,200 2,590 3,000 3,420 3,860 4,320 4,790

120.0 P 589 660 729 796 863 928 993 1,055 1,120
A 6.1 6.7 7.2 7.8 8.3 8.9 9.5 10.0 10.6

(310) ™ 33.2 41 494 58.4 68 78 88.5 100 111.5
E 2.6 2.8 3.0 3.3 3.5 3.7 3.9 41 4.3

% 45.3 471 48.4 49.2 49.6 49.5 49.2 48.4 47.4

C 1,800 2,170 2,570 3,000 3,450 3,920 4,400 4,910 5,430

110.0 P 602 665 726 787 846 905 964 1,020 1,080
A 6.2 6.7 7.2 7.7 8.2 8.7 9.2 9.7 10.3

(270) m 36.7 444 52.8 61.8 71.4 81.5 92 103.5 115.5
E 3.0 3.3 3.6 3.8 41 4.3 4.6 4.8 5.0

% 46.5 48.0 49.0 49.6 49.8 49.6 491 48.3 471

C 2,110 2,510 2,940 3,400 3,880 4,390 4,920 5,470 6,040

100.0 P 608 664 719 774 827 880 934 987 1,040
A 6.3 6.7 7.2 7.6 8.1 8.5 9.0 9.5 9.9

(235) ™ 39.8 474 55.7 64.6 74.2 84.5 95 106.5 118
E 3.5 3.8 4.1 4.4 4.7 5.0 53 5.6 5.8

% 47.2 48.2 49.0 49.4 49.4 49.0 48.3 47.3 46.0

C 2,430 2,850 3,300 3,780 4,300 4,840 5,410 6,000 6,620

90.0 P 608 658 708 757 805 854 903 952 1,000
A 6.3 6.7 71 7.5 7.9 8.3 8.7 9.2 9.6

(202) ™ 42.6 50.1 58.3 67.1 76.5 86.5 97.5 108.5 120.5
E 4.0 4.3 4.7 5.0 5.4 5.7 6.0 6.3 6.6

% 47.4 48.1 48.5 48.6 48.4 47.8 46.9 45.6 441

C 2,750 3,180 3,650 4,160 4,700 5,270 5,880 6,510 7,170

80.0 P 603 648 693 738 782 826 871 917 963
A 6.2 6.6 6.9 7.3 7.7 8.0 8.4 8.8 9.3

(173) M 45.2 52.5 60.5 69.2 78.5 88.5 99 110 122
E 4.6 4.9 5.3 5.7 6.0 6.4 6.8 71 7.5

% 47.2 475 47.6 47.3 46.8 459 44.7 43.2 41.4

C 3,070 3,510 4,000 4,520 5,090 5,690 6,320 6,980 7,680

70.0 P 593 635 676 716 757 799 841 884 928
A 6.1 6.4 6.7 71 7.4 7.8 8.1 8.5 8.9

(147) m 47.6 54.7 62.5 70.9 80 90 100.5 111.5 123
E 5.2 5.6 5.9 6.3 6.7 71 7.5 7.9 8.3

% 46.7 46.5 46.1 45.5 44.6 43.4 41.8 40.0 37.9

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 115 V
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