Rating Conditions

65 °F Return Gas
0 F Subcooling
95 °F Ambient Air

Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

HIGH
TEMPERATURE

Blue Area Restrictions: 40°F Max.

Return Gas Temp.

RST40C1-IAV

COPELAWELD® HCFC-22

COMPRESSOR

IAV  208/230-1-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

0.0(24) 5.0(28) 10.0(33) 15.0(38) 20.0(43) 25.0(49) 30.0(55) 35.0(62) 45.0(76) 55.0(93)

1400 ¢ 2,630 3,020 3,450 3,920 4,420 5,550 6,810
(337) P 660 698 735 771 806 872 931
A 4.3 4.5 4.7 4.9 5.1 5.6 5.9

M 43 49 57 65 73 93 116

E 4.0 4.3 4.7 5.1 55 6.4 7.3

% 45.7 46.6 47.4 48.0 48.5 48.8 48.0

C 2,550 2,930 3,350 3,810 4,320 4,870 6,080 7,450

130.0 P 608 641 674 706 737 767 823 873
A 3.9 4.1 4.3 4.5 4.7 4.9 5.3 5.6

(297) ™ 39 45 52 59 67 76 97 120
E 4.2 4.6 5.0 5.4 5.9 6.3 7.4 8.5

% 451 46.0 46.9 47.6 48.2 48.5 48.4 47.3

C 2,460 2,820 3,220 3,680 4,180 4,730 5,320 6,620 8,100

120.0 P 559 589 617 646 673 700 726 773 815
A 3.6 3.8 4.0 4.2 4.3 4.5 4.7 5.0 5.2

(260) ™ 36 a1 47 54 62 70 79 100 124
E 4.4 4.8 5.2 5.7 6.2 6.8 7.3 8.6 9.9

% 44.5 45.4 46.3 47.0 47.7 48.1 48.2 47.6 45.8

C 2,360 2,700 3,090 3,530 4,010 4,550 5,140 5,770 7,180 8,760

110.0 P 515 540 565 590 614 638 661 683 724 759
A 34 3.5 3.7 3.8 4.0 41 4.3 4.4 4.7 4.9

(226) ™ 33 37 43 49 56 64 73 82 103 128
E 4.6 5.0 5.5 6.0 6.5 71 7.8 8.5 9.9 11.5

% 43.9 44.7 45.5 46.2 46.9 47.3 47.5 47.3 46.1 43.4

C 2,580 2,940 3,360 3,830 4,350 4,930 5,560 6,240 7,740 9,430

100.0 P 495 517 538 560 581 601 621 641 676 706
A 3.2 34 35 3.6 3.8 3.9 4.0 41 4.4 4.5

(196) ™ 34 39 45 51 58 66 75 85 106 131
E 5.2 5.7 6.2 6.8 7.5 8.2 8.9 9.7 1.4 13.4

% 43.9 44.6 45.3 45.9 46.3 46.4 46.3 45.8 43.6 39.8

C 2,800 3,190 3,630 4,140 4,700 5,310 5,980 6,700 8,310 10,100

90.0 P 472 491 509 528 547 565 582 599 630 656
A 31 3.2 3.3 3.4 3.6 3.7 3.8 3.9 41 4.2

(168) M 36 41 46 53 60 69 78 87 109 135
E 5.9 6.5 71 7.8 8.6 9.4 10.3 1.2 13.2 15.4

% 43.7 44.2 44.7 45.0 451 448 442 43.2 39.9 34.7

C 3,010 3,430 3,910 4,440 5,040 5,700 6,410 7,180 8,880 10,800

80.0 P 446 463 480 496 513 529 545 560 588 612
A 3.0 31 3.2 3.3 3.4 3.5 3.5 3.6 3.8 3.9

(144) ™ 37 42 48 55 62 71 80 90 113 138
E 6.8 7.4 8.1 9.0 9.8 10.8 11.8 12.8 15.1 17.7

% 43.1 43.3 43.5 43.4 43.0 423 411 394 34.6 276

C 3,230 3,670 4,180 4,760 5,390 6,090 6,850 7,660 9,470 11,500

70.0 P 420 435 450 465 481 496 511 525 551 573
A 2.8 2.9 3.0 3.1 3.2 3.3 3.3 3.4 3.6 3.7

(121) ™ 38 44 50 57 64 73 82 93 116 142
E 7.7 8.5 9.3 10.2 11.2 12.3 13.4 14.6 17.2 20.1

% 41.9 41.8 41.5 40.9 39.9 38,5 36.5 34.1 274 18.4

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
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