Rating Conditions

40 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

EXTENDED MEDIUM
TEMPERATURE

RST45C1E-IAV

COPELAWELD® HFC-404A

HFCs Require Use of Polyol Ester
Lubricant Approved on Form 93-11

COMPRESSOR
IAV  208/230-1-60

Refer AE-1298 for restrictions

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-25.0(13) |-15.0(20) |-10.0(24) -5.0(28) 0.0(33) 5.0(38) 10.0(43) 15.0(49) 20.0(55) 25.0(62) 30.0(69)

1400 ¢ 1,330 1,595 1,865 2,140 2,430 2,730 3,050 3,400 3,780
(402) P 636 691 746 800 854 908 962 1,015 1,070
A 3.6 4.0 4.3 4.6 4.9 53 5.6 5.9 6.2

M 38.2 46.2 54.5 63.1 723 82 93 105 118.5

E 2.1 2.3 25 2.7 2.9 3.0 3.2 34 3.6

% 422 442 45.3 45.8 46.0 45.9 45.7 45.4 45.0

C 1,335 1,640 1,955 2,270 2,600 2,940 3,310 3,690 4,110 4,570

130.0 P 577 627 677 726 775 824 872 921 969 1,015
A 3.3 3.6 3.9 4.2 4.5 4.8 5.1 5.4 5.7 5.9

(354) M 334 414 49.6 58.1 67 76.5 87 98 110.5 124.5
E 23 2.6 2.9 3.2 34 3.6 3.8 4.0 43 4.5

% 41.0 44.0 45.8 46.9 47.3 47.5 47.3 47.0 46.6 46.0

C 918 1,610 1,955 2,310 2,670 3,050 3,440 3,860 4,320 4,800 5,320

120.0 P 478 571 616 661 705 750 793 837 880 923 966
A 2.8 3.3 3.6 3.8 41 4.4 4.6 4.9 5.1 5.4 5.7

(310) ™ 20.5 36.3 444 52.7 61.3 70.5 80.5 91 102.5 115 129.5
E 1.9 2.8 3.2 3.5 3.8 4.1 4.4 4.6 4.9 5.2 5.5

% 32.6 42.7 453 46.9 47.8 48.2 48.3 48.0 47.6 47.0 46.2

[of 1,145 1,890 2,270 2,660 3,060 3,480 3,930 4,400 4,910 5,460 6,050

110.0 P 477 561 603 643 684 723 763 802 841 879 918
A 2.8 3.3 3.5 3.7 4.0 4.2 4.5 4.7 4.9 5.1 5.4

(270) m 234 39 47 55.3 64.1 734 83.5 94 106 119 1335
E 24 34 3.8 4.2 4.5 4.8 5.2 5.5 5.9 6.2 6.6

% 35.2 43.8 46.0 47.4 48.1 48.4 48.3 47.9 47.3 46.5 455

C 1,380 2,170 2,570 2,990 3,430 3,900 4,390 4,910 5,480 6,080 6,730

100.0 P 473 550 588 625 661 697 733 768 803 838 872
A 27 3.2 3.4 3.6 3.8 41 4.3 4.5 4.7 4.9 5.1

(235) ™ 26 41.2 49.2 57.5 66.3 75.5 86 97 109 122 136.5
E 2.9 4.0 4.4 4.8 5.2 5.6 6.0 6.4 6.8 7.3 7.7

% 37.2 443 46.1 47.2 47.7 47.7 47.4 46.9 46.0 45.0 43.7

[of 1,615 2,440 2,870 3,320 3,790 4,290 4,820 5,390 6,010 6,670 7,380

90.0 P 466 537 571 605 638 671 704 736 767 799 830
A 27 3.1 3.3 3.5 3.7 3.9 41 4.3 4.5 4.7 4.8

(202) ™ 28.4 43.2 511 59.3 68.1 775 87.5 99 1M1 124 138.5
E 3.5 4.6 5.0 5.5 6.0 6.4 6.9 7.4 7.9 8.4 8.9

% 38.5 441 455 46.2 46.4 46.2 45.7 44.9 43.8 42.4 40.8

C 1,845 2,700 3,150 3,620 4,120 4,660 5,230 5,840 6,500 7,210 7,980

80.0 P 457 523 554 586 616 646 676 705 734 763 791
A 2.6 3.0 3.2 3.4 3.6 3.8 3.9 41 4.3 4.4 4.6

(173) M 30.4 44.8 52.5 60.7 69.5 79 89 100 112 1255 140
E 4.1 5.2 5.7 6.2 6.7 7.2 7.8 8.3 8.9 9.5 10.1

% 39.1 43.3 44.2 445 44 .4 43.9 43.0 41.9 40.5 38.8 36.8

C 2,070 2,940 3,410 3,900 4,430 4,990 5,600 6,250 6,950 7,710 8,530

70.0 P 446 507 537 566 595 623 650 677 704 730 756
A 2.6 3.0 3.1 3.3 3.5 3.6 3.8 3.9 41 4.3 4.4

(147) m 32.2 46.1 53.6 61.7 70.3 79.5 90 101 113 126 140.5
E 4.7 5.8 6.4 6.9 7.5 8.0 8.6 9.3 9.9 10.6 11.3

% 39.0 41.8 421 42.0 41.5 40.6 394 37.9 36.1 34.0 31.6

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
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Autogenerated Compressor Performance
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