Rating Conditions

40 °F Return Gas
0 F Subcooling
95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

EXTENDED MEDIUM
TEMPERATURE

HFCs Require Use of Polyol Ester
Lubricant Approved on Form 93-11

RST70C1E-TAS

COPELAWELD® HFC-404A

COMPRESSOR
Null

Refer AE-1298 for restrictions

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-25.0(13) |-15.0(20) |-10.0(24) -5.0(28) 0.0(33) 5.0(38) 10.0(43) 15.0(49) 20.0(55) 25.0(62) 30.0(69)

1400 ¢ 2,020 2,460 2,910 3,390 3,890 4,420 4,990 5,590 6,230
(402) P 794 878 958 1,035 1,110 1,175 1,240 1,305 1,360
A 3.4 3.5 3.7 3.8 4.0 41 4.3 4.4 4.5

M 58.1 71.2 85 100 116 133 152 173 196

E 2.6 2.8 3.1 3.3 3.5 3.8 4.0 43 4.6

% 51.3 53.6 55.1 56.1 56.9 574 57.8 58.1 58.3

[of 2,170 2,640 3,120 3,630 4,170 4,740 5,350 5,990 6,690 7,430

130.0 P 741 818 892 962 1,030 1,090 1,150 1,205 1,260 1,305
A 3.3 3.4 3.6 3.7 3.8 4.0 41 4.2 4.3 4.4

(354) M 54.5 66.6 79.5 93 107.5 123.5 140.5 159 180 202
E 3.0 3.3 3.5 3.8 4.1 4.4 4.7 5.0 5.3 5.7

% 52.2 54.2 55.6 56.6 57.3 57.7 58.0 58.2 58.3 58.2

[of 1,775 2,730 3,230 3,760 4,330 4,930 5,570 6,250 6,980 7,760 8,590

120.0 P 612 758 826 890 951 1,010 1,065 1,115 1,160 1,200 1,240
A 3.1 3.3 3.5 3.6 3.7 3.8 3.9 4.0 41 4.2 4.3

(310) ™ 39.7 61.5 73.3 86 99.5 114 130 147 166 186 209
E 2.9 3.6 3.9 4.3 4.6 4.9 53 5.6 6.0 6.5 6.9

% 49.2 54.4 55.8 56.8 57.5 58.0 58.2 58.4 58.4 58.3 58.1

C 2,240 3,250 3,800 4,380 5,000 5,660 6,360 7,120 7,930 8,800 9,730

110.0 P 633 761 821 876 929 978 1,025 1,065 1,105 1,140 1,170
A 3.2 3.3 3.4 3.5 3.6 3.7 3.8 3.9 4.0 41 41

(270) m 45.8 67 78.5 91 104.5 119 135 152 171 192 215
E 3.6 4.3 4.7 5.0 5.4 5.8 6.2 6.7 7.2 7.8 8.4

% 51.9 55.5 56.6 57.3 57.8 58.1 58.3 58.3 58.2 57.9 575

C 2,670 3,750 4,330 4,960 5,640 6,360 7,130 7,960 8,850 9,810 10,850

100.0 P 642 754 805 853 897 938 976 1,010 1,040 1,065 1,090
A 3.2 3.3 3.4 3.5 3.6 3.6 3.7 3.8 3.9 3.9 4.0

(235) ™ 50.5 71.3 83 955 109 123.5 139.5 157 176 197 220
E 4.2 5.0 5.4 5.8 6.3 6.8 7.3 7.9 8.5 9.2 10.0

% 53.2 55.9 56.7 57.3 57.6 57.8 57.9 57.8 575 57.0 56.3

C 3,080 4,210 4,840 5,510 6,240 7,020 7,870 8,770 9,750 10,800 11,900

90.0 P 641 737 781 821 859 892 923 950 973 993 1,010
A 3.2 3.3 3.4 3.4 3.5 3.6 3.6 3.7 3.7 3.8 3.8

(202) ™ 54.2 74.6 86 98.5 112 127 143 161 180 201 224
E 4.8 5.7 6.2 6.7 7.3 7.9 8.5 9.3 10.0 10.9 11.8

% 53.4 55.5 56.2 56.6 56.9 56.9 56.8 56.5 56.0 55.2 54.2

C 3,450 4,640 5,310 6,030 6,810 7,660 8,570 9,550 10,600 11,750 12,950

80.0 P 632 715 752 786 816 843 867 888 905 919 929
A 3.2 3.3 3.3 3.4 3.4 3.5 3.5 3.6 3.6 3.6 3.6

(173) M 56.9 77 88.5 101 115 129.5 146 164 183 204 227
E 5.5 6.5 71 7.7 8.4 9.1 9.9 10.8 1.7 12.8 14.0

% 52.8 54.5 55.0 55.3 55.4 55.3 55.0 54.4 53.6 524 50.9

C 3,780 5,040 5,750 6,520 7,350 8,260 9,230 10,300 11,450 12,650 13,950

70.0 P 619 689 720 748 772 794 812 826 838 846 850
A 3.1 3.2 3.3 3.3 3.4 3.4 3.4 3.5 3.5 3.5 3.5

(147) m 58.9 79 90.5 103 116.5 131.5 148 166 186 207 230
E 6.1 7.3 8.0 8.7 9.5 10.4 1.4 12.5 13.7 15.0 16.4

% 51.4 52.6 53.0 53.1 53.0 52.7 52.0 51.1 49.8 48.1 46.0

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
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