Rating Conditions

65 °F Return Gas
0 F Subcooling

95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F
(Sat. Dew Pt. Pressure, psig)

MEDIUM
TEMPERATURE

Blue Area Restrictions: 20°F Max
Superheat

ZB76KCE-TF5

HFC-404A
COPELAND SCROLL®
TF5 200/230-3-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-10.0(24) 0.0(33) 10.0(43) 15.0(49) 20.0(55) 25.0(62) 30.0(69) 35.0(77) 45.0(94)
140.0 ¢ 61,900 67,900 74,500 81,800 98,200
(402) P 13,350 13,500 13,600 13,700 13,850
A 38.9 39.2 39.5 39.7 40.0
M 1,610 1,785 1,980 2,200 2,720
E 4.7 5.1 5.5 6.0 71
% 61.9 63.4 64.8 66.2 68.8
Cc 57,700 63,600 70,100 77,100 84,800 93,100 112,000
130.0 P 11,800 11,950 12,100 12,200 12,300 12,350 12,450
A 35.0 35.4 35.7 35.9 36.2 36.3 36.6
(354) ™ 1,315 1,460 1,620 1,800 1,995 2,220 2,730
E 4.9 5.3 5.8 6.4 6.9 7.6 9.0
% 61.3 62.8 64.3 65.7 67.0 68.2 701
Cc 52,000 64,000 70,800 78,200 86,200 94,800 104,000 125,000
120.0 P 10,400 10,650 10,800 10,900 10,950 11,050 11,100 11,200
A 31.5 32.2 325 32.8 33.0 33.2 33.3 335
(310) ™ 1,065 1,325 1,475 1,640 1,820 2,020 2,240 2,760
E 5.0 6.0 6.6 7.2 7.9 8.6 9.4 1.2
% 60.4 63.8 65.3 66.7 68.0 69.0 69.9 70.8
C 45,400 56,900 70,300 77,800 86,000 94,900 104,500 115,000 138,000
110.0 P 9,080 9,370 9,610 9,700 9,790 9,860 9,920 9,970 10,050
A 28.4 29.2 29.7 30.0 30.2 30.3 30.5 30.6 30.8
(270) ™ 847 1,070 1,335 1,490 1,655 1,840 2,040 2,270 2,780
E 5.0 6.1 7.3 8.0 8.8 9.7 10.6 11.5 13.8
% 58.8 62.8 66.1 67.5 68.8 69.7 70.4 70.8 70.4
C 49,100 61,600 76,400 84,700 93,700 103,500 114,000 125,500 150,500
100.0 P 8,200 8,430 8,630 8,710 8,780 8,840 8,900 8,950 9,040
A 26.4 27.0 275 27.7 27.8 28.0 28.1 28.2 284
(235) ™ 852 1,080 1,350 1,505 1,675 1,860 2,070 2,290 2,810
E 6.0 7.3 8.9 9.8 10.7 1.7 12.8 14.0 16.7
% 61.0 65.0 68.1 69.3 701 70.6 70.8 70.4 68.2
C 56,400 70,900 88,100 97,800 108,500 119,500 132,000 145,000 174,500
80.0 P 6,600 6,770 6,920 6,990 7,060 7,130 7,200 7,270 7,420
A 23.0 234 23.8 23.9 241 242 244 245 24.8
(173) M 864 1,095 1,370 1,530 1,705 1,895 2,100 2,330 2,850
E 8.6 10.5 12.7 14.0 15.4 16.8 18.3 20.0 235
% 65.0 68.0 69.5 69.5 68.9 67.8 65.9 63.4 55.8
C 60,000 75,400 93,600 104,000 115,000 127,500 140,500 154,500
70.0 P 5,900 6,050 6,210 6,280 6,360 6,450 6,530 6,620
A 21.6 22.0 22.3 224 22.6 22.8 23.0 23.2
(147) m 871 1,100 1,380 1,540 1,715 1,905 2,110 2,340
E 10.2 12.5 15.1 16.6 18.1 19.8 215 234
% 66.2 68.1 68.0 67.0 65.3 62.9 59.6 55.5
Cc 66,900 83,800 104,000 115,500
50.0 P 4,700 4,870 5,060 5,170
A 19.4 19.7 20.1 20.3
(104) m 881 1,110 1,390 1,550
E 14.3 17.2 20.6 22.4
% 65.3 63.2 58.0 541
C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)
Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
Eﬂpﬂfaﬂﬂ" © 2015 Emerson Climate Technologies, Inc. Printed 4/22/2015

(===

Autogenerated Compressor Performance

07-861

&
EMERSON



