RATING CONDITIONS
20 °F Superheat
15 °F Subcooling
95 °F Ambient Air Over

60 Hz Operation
Evaporating Temperature °F (Sat Dew Pt Pressure, psig)

AIR

CONDITIONING

ZR144KCE-TFD
HFC-134A

COPELAND SCROLL®
TFD 460-3-60

-10(1.9)  0(6.5) 10(12) 20(18) 30(26) 40(35) 45(40) 50(45)  55(51)
150 (263)C 70200] 79700] 89500 99200

P 10600| 10700| 10750| 10800

A 16 16.1| 16.25| 16.35

M 1285  1440| 1590| 1740

E 6.7 7.5 8.3 9.2

% 57.8 60.4 62.5 64

140 (229)C 61700] 79400] 88900| 98300] 107500

P 9230 9460| 9530 9590 9620

A 145| 14.75 14.8 14.9 15

M 1085 1355 1495| 1635 1770

E 6.7 8.4 9.3 10.3 11.2

% 58.2 63.1 64.9 66 66.5

130 (199)C 53600] 69000] 87100] 96400] 105500] 114000

P 8010| 8250| 8430 8s00| 8550| 8590

> A 132| 13.45| 1355 1365 137 13.85
Q M 905 1135 1395| 1530| 1655 1775
G E 6.7 8.3 10.3 11.3 12.3 13.3
S % 58.4 63.2 66.9 67.8 67.9 67.1
9120 (171)C 46600] 59000 75600 93900] 103000] 112000] 120000
& P 6960 7180| 7360| 7520 75090| 7es0| 7710
& A 12.05 123 12.45| 1255 12.6 127 12.85
z M 759 941 1175 1425| 1545| 1660| 1765
fa) E 6.7 8.2 10.3 12.5 13.6 14.6 15.6
s % 58.8 62.8 67 69.2 69 67.8 65.6
1L 110 (146)C 41400 s0000| 64300] 81800 100500 109500| 117500] 125000
P P 6000| 6250] e410] 6560 6720 e800| 6890 6980
5 A 11.05| 11.35 115 1155| 1165| 1175] 11.85| 12.05
S M 651 775 970 1205 1440| 1555| 1655| 1745
a E 6.8 8 10.1 12.4 14.9 16.1 17.1 17.9
E % 60.1 61.9 66.4 69.8 69.9 68.3 65.6 61.8
=100 (124)C| 38600] 42700] 53900 69900 88400 107000] 115500] 123500] 130000
£ p| 5450 5510 5500 5700|  s850| 6040 6150| 6280| 6410
S A 10.1 10.5 10.7] 1075 108| 1095 11.05| 11.25 11.5
= M 585 644 792 999 1235 1460| 1565| 1655 1725
8 E 7.1 7.8 9.7 12.3 15.1 17.7 18.8 19.6 20.3
% 63 60.8 64.8 69.5 715 68.8 65.6 61.1 55.5

90 (104) c[ 37700 45200] s8900] 76500 95800] 114500] 122500] 130000] 136000
P| 4970 4940| 4970| s070| s240| 5480 s640| 5810 6010

A 9.75| 1005| 101s| 1015| 10.25| 1045 106| 10.85 11.2

M 552 646 g19| 1040 1275| 1495| 1585 1665| 1720

E 7.6 9.2 11.8 15.1 18.3 20.9 21.8 22.4 22.6

%l 603 62.3 68.1 724 72 65.7 60.4 54.1 46.8

80(87) c| 38700 49400 65500 84700 104500] 123000 131000| 137500| 142500
P| 4490| 4400 4400| 4s10| 4720 s0s0| 5260| s490| 5760

A 9.45 9.65 9.7 9.75 9.85| 10.15 104| 10.75 11.2

M 538 668 85| 1100 1335| 1545| 1625 1690 1735

E 8.7 11.3 14.8 18.8 221 24.4 24.9 25.1 24.8

%l 595 65.4 72.3 75 70.9 60 52.6 44.4 35.8

© 2010 Emerson Climate Technologies, Inc.
Autogenerated Compressor Performance

Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 460 V
C:Capacity(Btu/hr), P:Power(Watts), A:Current(Amps), M:Mass Flow(lbs/hr), E:EER(Btu/Watt-hr), %:Isentropic Efficiency(%)
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