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RATING CONDITIONS
20 °F Superheat
15 °F Subcooling
95 °F Ambient Air Over

ZR28K5E-PFV
HFC-407C - Dew Pt
COPELAND SCROLL®
PFV    208/230-1-60

60   Hz Operation

AIR
CONDITIONING

Evaporating Temperature  °F (Sat Dew Pt Pressure, psig)
-10(12) 0(20) 10(28) 20(38) 30(50) 40(63) 45(71) 50(79) 55(87)

150 (402)C 20400 23100 26100 29300
P 3600 3580 3560 3530
A 15.55 15.35 15.1 14.8
M 343 385 430 477
E 5.7 6.5 7.3 8.3
% 52.2 55.5 58.6 61.5

140 (352)C 17500 22500 25300 28400 31700
P 3140 3100 3080 3060 3030
A 13.55 13.25 13.1 12.9 12.65
M 279 352 392 436 482
E 5.6 7.3 8.2 9.3 10.4
% 50.8 57.4 60.3 63.1 65.7

130 (306)C 14850 19250 24400 27300 30500 34000
P 2740 2710 2680 2660 2640 2610
A 11.85 11.7 11.45 11.3 11.15 10.95
M 226 287 358 397 440 486
E 5.4 7.1 9.1 10.3 11.6 13
% 49.1 55.9 61.7 64.3 66.6 68.8

120 (265)C 12400 16250 20800 26100 29200 32500 36100
P 2400 2370 2350 2330 2310 2280 2250
A 10.45 10.35 10.2 10.05 9.9 9.8 9.6
M 181 233 293 362 401 443 489
E 5.2 6.8 8.8 11.3 12.7 14.3 16
% 46.9 54 59.9 64.8 66.9 68.8 70.5

110 (229)C 10150 13550 17500 22200 27800 31000 34500 38300
P 2120 2090 2070 2050 2030 2010 1985 1950
A 9.25 9.2 9.15 9.05 8.9 8.8 8.7 8.55
M 143.5 188 238 296 365 404 446 492
E 4.8 6.5 8.4 10.8 13.7 15.4 17.4 19.6
% 43.9 51.5 57.7 62.7 66.6 68.2 69.5 70.5

100 (196)C 8030 11100 14550 18650 23600 29500 32900 36600 40600
P 1880 1845 1825 1815 1800 1770 1750 1720 1680
A 8.3 8.25 8.2 8.15 8.05 7.95 7.85 7.75 7.65
M 110 148.5 192 241 300 369 408 450 497
E 4.3 6 8 10.3 13.1 16.6 18.8 21.3 24.1
% 39.6 48.2 54.9 60.2 64.2 67 68 68.5 68.6

90 (166) C 8780 11900 15500 19800 25000 31300 34800 38800 43000
P 1635 1610 1595 1585 1570 1540 1510 1480 1435
A 7.45 7.35 7.3 7.25 7.2 7.05 7 6.9 6.8
M 114 152 195 244 303 373 413 457 504
E 5.3 7.4 9.7 12.5 15.9 20.4 23.1 26.2 29.9
% 43.6 51.5 57.5 61.9 64.8 66.1 66.1 65.6 64.4

80 (140) C 9440 12650 16450 21000 26600 33200 37000 41200 45700
P 1410 1395 1385 1375 1355 1315 1285 1245 1195
A 6.6 6.55 6.45 6.4 6.3 6.2 6.1 6.05 5.95
M 116.5 154 197 248 308 380 421 466 515
E 6.7 9.1 11.8 15.3 19.6 25.3 28.8 33 38.2
% 46.9 54.3 59.6 62.9 64.5 63.9 62.6 60.5 57.2

C:Capacity(Btu/hr), P:Power(Watts), A:Current(Amps), M:Mass Flow(lbs/hr), E:EER(Btu/Watt-hr), %:Isentropic Efficiency(%)

Nominal Performance Values (±5%) based on 72 hours run-in.  Subject to change without notice.  Current @ 230 V
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