
 C
o

n
d

en
si

n
g

 T
em

p
er

at
u

re
 °

F
 (

S
at

 D
ew

 P
t 

P
re

ss
u

re
, p

si
g

)
RATING CONDITIONS
40 °F Return Gas
0 °F Subcooling
95 °F Ambient Air Over

ZS21KAE-TF5
HFC-404A
COPELAND SCROLL®
TF5    200/230-3-60

60   Hz Operation

EXTENDED MEDIUM
TEMPERATURE

Evaporating Temperature  °F (Sat Dew Pt Pressure, psig)
-25(13) -15(20) -10(24) -5(28) 10(44) 20(56) 25(63) 35(0) 45(0)

Bold Area Restrictions:   40°F Max. Return Gas
Temp.

150 (455)C
P
A
M
E
%

135 (377)C 9360 10450 14500 18000 200009360 10450
P 3360 3460 3690 3790 38103360 3460
A 10.7 10.9 11.4 11.65 11.7 0 010.7 10.9
M 252 284 404 510 572252 284
E 2.8 3 4 4.8 5.32.8 3
% 51 52.6 57.5 61.2 63.251 52.6

120 (310)C 8080 10200 11450 12800 17800 22000 245008080 10200 11450
P 2620 2800 2890 2970 3190 3290 33102620 2800 2890
A 8.9 9.3 9.45 9.65 10.1 10.3 10.4 0 08.9 9.3 9.45
M 181 231 260 292 416 523 586181 231 260
E 3.1 3.6 4 4.3 5.5 6.7 7.43.1 3.6 4
% 52.2 55 56.3 57.6 61.8 64.8 66.352.2 55 56.3

100 (235)C 9550 12200 13700 15400 21600 26800 298009550 12200 13700
P 2090 2220 2290 2360 2540 2620 26402090 2220 2290
A 7.9 8.2 8.35 8.45 8.8 9 9.05 0 07.9 8.2 8.35
M 182 233 263 297 424 534 598182 233 263
E 4.5 5.5 6 6.5 8.5 10.3 11.34.5 5.5 6
% 58.5 61.7 63 64.1 67.2 69 69.858.5 61.7 63

90 (203) C 10250 13150 14800 16650 23400 29100 3240010250 13150 14800
P 1900 2000 2060 2120 2270 2330 23501900 2000 2060
A 7.5 7.75 7.85 7.95 8.3 8.45 8.5 0 07.5 7.75 7.85
M 182 234 265 299 427 539 603182 234 265
E 5.4 6.5 7.2 7.8 10.3 12.5 13.85.4 6.5 7.2
% 60.2 63.8 65.1 66.2 68.7 69.7 7060.2 63.8 65.1

75 (161) C 11450 14650 16550 18650 26300 32700 3630011450 14650
P 1760 1815 1850 1890 1990 2020 20201760 1815
A 6.9 7.05 7.1 7.2 7.45 7.6 7.65 06.9 7.05
M 184 237 269 304 435 548 613184 237
E 6.5 8.1 8.9 9.8 13.2 16.1 17.96.5 8.1
% 58.5 62.8 64.2 65.3 66.7 66.1 65.358.5 62.8

65 (136) C 12400 15850 17900 20100 28300 35200 3910012400 15850
P 1800 1820 1835 1855 1915 1925 19151800 1820
A 6.35 6.45 6.5 6.6 6.8 6.9 6.956.35 6.45
M 188 243 275 310 442 557 623188 243
E 6.9 8.8 9.8 10.8 14.8 18.3 20.46.9 8.8
% 53.7 58 59.4 60.3 60.7 58.9 57.253.7 58

50 (104) C 14350 18150 20400 22800 3180014350 18150
P 2100 2060 2050 2040 20302100 2060
A 5.35 5.35 5.4 5.4 5.555.35 5.35
M 202 258 290 326 461202 258
E 6.8 8.8 9.9 11.2 15.76.8 8.8
% 42.1 45.3 46.2 46.6 44.742.1 45.3

40 (86) C 16050 20000 22400 2500016050 20000
P 2500 2410 2380 23502500 2410
A 4.4 4.35 4.35 4.44.4 4.35
M 217 274 307 343217 274
E 6.4 8.3 9.4 10.66.4 8.3
% 33.6 35.4 35.6 35.433.6 35.4

C:Capacity(Btu/hr), P:Power(Watts), A:Current(Amps), M:Mass Flow(lbs/hr), E:EER(Btu/Watt-hr), %:Isentropic Efficiency(%)

Nominal Performance Values (±5%) based on 72 hours run-in.  Subject to change without notice.  Current @ 230 V
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