
This Roof Curb is built to NRCA specifications and is constructed of 18 gauge galvanized steel with a full perimeter 1" X 4"
wood nailer strip.  Curb height is determined by  the part number as listed below.  

Step 2:
Layout the curb pieces before assembly to insure that all the necessary pieces are included.
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Step 1:
Check for the correct number of parts.  See list below.
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Parts List For (-)XKG-CAE14/CBG14 Parts List For (-)XKG-CAE24/CBG24

De scrip tion Part # Qty De scrip tion Part # Qty

Tie Down Brack ets 602011314/TDB 4 Tie Down Brack ets 602011324/TDB 1

Duct Sup port - 49 9
16"  Long (D) 602011314/VER 2 Duct Sup port - 49 9

16"  Long (D) 602011324/VER1 1

Duct Sup port - 20 3
8" Long (C) 602011314/HOR1 1 Duct Sup port - 20 3

8" Long (C) 602011324/HOR1 1

Duct Sup port 29 ¾" Long (E) 602011314/HOR2 1 Duct Sup port 29 ¾" Long (E) 602011324/HOR2 1

Curb Long Side - 88 9
16" Long  (B) 602011314/CLS 2 Curb Long Side - 88 9

16" Long  (B) 602011324/CLS 2

Curb Short Side - 53 3
8" long  (A) 602011314/CSS 2 Curb Short Side - 53 3

8" long  (A) 602011324/CSS 2

¾" x 1 ¼" x 14' Gas ket 602011314/4102 3 ¾" x 1 ¼" x 14' Gas ket 602011324/4102 3
3
16" x 13 ½" Hinge Pins 602011314/4451 4 3

16" x 23 ½" Hinge Pins 602011324/4452 4

Hard ware Bag 602011314/HDW 1 Hard ware Bag             602011324/HDW 1

I & O Man ual RMICRB13R 1 I & O Man ual RMICRB13R 1

Screw (Hex Head) #10-16 x ½" 14 Screw (Hex Head) #10-16 x ½" 14

(-)XKG-CAE14/CBG14 = 14 inches high
(-)XKG-CAE24/CBG24 = 24 inches high



Step 4:
After the four corners are assembled;  the curb should be checked to be sure it is in "square".  Do this by measuring
diagonally from each opposite corner. The two measurements should be the same for each direction as shown in Figure 5.

Step 3:
Corner Assembly:  Align each curb side as shown in Figure 3.  Using a hammer, drive the curb "hinge" pin down until the
top of the pin is below the top of the curb as shown in Figure 4.

Figure 3 Figure 4
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TOP VIEW
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The RXKG can now have the duct support
installed, if a transition (RXMC-C***) is to
be installed.  If this is  the case follow
transition instruction from this point.

Step 5:
Place both duct supports (D) on the curb,
making sure that it is in the right location.  See
"DETAIL #1".
Step 6:
Place duct support (C) on the curb and duct
support (D), making sure that it is in the right
location. See "DETAIL #1 and #2".
Step 7:
Install duct support (E) on  the duct supports
(D) as shown with the roof opening over the
desired duct location. See "DETAIL #2".
Step 8:
If the curb is being assembled & moved to
another location, attach the duct supports to
the curb as shown in the "DETAILS".

DETAILS
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ROOF OPENING

54 ¾" x 49 5 8"
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2.

The duct support flange goes in
the slot on the pan. Screw the duct
support and pan the together.

The duct support flange goes in
the slot on the curb. Screw the
duct support to the curb.

1. Duct support inter- 
locks with curb.

Duct support inter-
locks with pan or
other duct support.
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PLACE GASKET HERE
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CURB FRAME

WOOD NAILER

COUNTER FLASHING 
(FIELD SUPPLIED)

ROOFING FELT
(FIELD SUPPLIED)

RIGID INSULATION 
(FIELD SUPPLIED)

ROOF INSTRUCTIONS

CANT STRIP
(FIELD SUPPLIED)
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TYPICAL INSTALLATION
(4) CORNERS OF UNIT

UNIT BASEPAN

INSTALLATION
REQUIRES
FIELD DRILLING

TIE DOWN BRACKET

UNIT BASERAIL

ROOF CURB

Step 9:
To secure unit to curb, position unit on curb. Using four of the #10 x ½"
self drilling screws, attach the tie down bracket furnished, as shown in 
detail. Recheck all joints to assure watertightness.


