Rating Conditions

20 °F Superheat
15 F Subcooling

95 °F Ambient Air Over

60 Hz Operation

Condensing Temperature °F

(Sat. Dew Pt. Pressure, psig)

AIR
CONDITIONING

ZP54K5E-TF5

HFC-410A
COPELAND SCROLL®
TF5 200/230-3-60

Evaporating Temperature °F (Sat. Dew Pt. Pressure, psig)

-10.0(36) 0.0(48) | 10.0(62) | 20.0(78) | 30.0(97) | 40.0(118) | 45.0(130) | 50.0(143) | 55.0(156)

150.0 ¢ 39,800 44,400 49,300 54,600
©13) P 6,790 6,730 6,670 6,630
A 18.5 18.4 18.2 18.1

M 695 769 848 932

E 5.9 6.6 7.4 8.3

% 59.5 62.4 65.1 67.3

c 42,300 47,000 52,100 57,500

1450 P 6,310 6,260 6,220 6,180
A 17.4 17.3 17.1 17.0

(576) M 704 777 855 938
E 6.7 75 8.4 9.3

% 62.2 64.9 67.3 69.3

c 35,800 44,600 49,500 54,700 60,300

1400 P 5,970 5,870 5,830 5,790 5,760
A 16.6 16.3 16.2 16.1 16.1

(541) ™ 580 712 785 862 944
E 6.0 76 85 95 10.5

% 58.9 64.8 67.2 69.3 71.0

c 31,600 39,800 49,100 54,300 59,800 65,800

1300 P 5,250 5,170 5,100 5,070 5,050 5,030
A 14.9 14.7 14.5 14.4 14.4 14.3

@17 ™ 481 597 727 798 875 957
E 6.0 7.7 9.6 10.7 11.9 13.1

% 58.0 64.3 69.3 712 726 736

c 27,400 34,800 43,400 53,200 58,700 64,600 70,900

1200 P 4,610 4,550 4,490 4,450 4,430 4,410 4,400
A 13.3 13.2 13.1 12.9 12.9 12.9 12.8

(418) ™ 395 496 609 738 810 886 968
E 6.0 7.7 9.7 12.0 13.3 14.7 16.1

% 56.6 63.4 68.8 727 73.9 745 74.5

c 23,200 30,000 37,800 46,800 57,200 63,000 69,200 75,900

1100 P 4,040 4,010 3,960 3,920 3,890 3,880 3,870 3,870
A 12.0 11.9 11.8 1.7 1.6 11.6 1.6 1.6

(365) M 320 408 506 619 748 819 895 977
E 5.8 75 9.6 1.9 14.7 16.3 17.9 19.7

% 54.6 61.8 67.7 72.1 745 74.9 745 735

c 19,250 25,400 32,400 40,500 49,900 60,900 67,000 73,600 80,700
1000 P 3,530 3,520 3,500 3,470 3,430 3,410 3,400 3,400 3,400
A 10.8 10.8 10.7 10.6 10.6 10.5 10.5 10.5 10.5

(318) ™ 255 331 416 514 626 755 827 903 986
E 55 7.2 9.3 1.7 14.6 17.9 19.7 21.7 23.8

% 52.1 59.7 65.9 70.8 73.8 745 73.8 723 69.9

c 21,100 27,400 34,600 43,100 52,900 64,500 71,000 77,900 85,400

900 P 3,090 3,090 3,070 3,040 3,010 2,990 2,980 2,980 2,980
A 9.8 9.8 9.7 9.7 9.6 95 95 95 95

(274) ™ 266 339 423 519 631 761 833 910 993
E 6.9 8.9 1.3 14.2 17.6 216 23.8 26.2 28.7

% 57.0 63.5 68.7 72.2 737 723 70.4 67.4 63.4

c 22,900 29,200 36,700 45,500 55,800 68,000 74,800 82,100 90,000

800 P 2,720 2,710 2,690 2,670 2,630 2,610 2,600 2,590 2,580
A 8.9 8.9 8.9 8.8 8.8 8.7 8.7 8.6 8.6

(236) M 274 345 427 524 636 767 839 917 1,001
E 8.4 10.8 13.6 17.1 212 26.1 28.8 31.8 34.8

% 60.8 66.1 70.0 72.1 716 67.7 64.1 59.4 53.2

C: Capacity (Btu/hr), P: Power (W), A: Current (Amps), M: Mass Flow (Ib/hr), E: EER (Btu/Wh), %: Isentropic Efficiency (%)

Copeland

brand products

Nominal Performance Values (+5%) based on 72 hours run-in. Subject to change without notice. Current @ 230 V
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